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Transmittal Letter 96-10 April 19, 1996

PREPARED BY AERONAUTICAL INFORMATION SERVICES, ATA-

The enclosed Standard Instrument Approach Procedures, Departure
Procedures/Takeoff Minimums, and Fix Actions are effective as
indicated. Further, the fix actions listed below are effective
concurrent with the instrument approach procedures involved in
this amendment notwithstanding the 560day cycle amendment to Non-
compulsory Radio Fixes.

ESTABLISH

BETEY, N H : 43-02-05.00N,  071-29-40.68W
CHART: AL

GECEL,  T X  : 30-04-58.31N,  094-42-00.05W
CHART: AL

PADDI,  T X : 30-lo-48.12N,  094-43-42.OlW
CHART: AL

The following are corrected copies of procedures published in
Transmittal Letters 96-08, 96-09 and 9640.

Phoenix, AZ, Phoenix Sky Harbor Intl, GPS RWY 26R, Orig
Sioux City, IA, Sioux Gateway, VOR/DME RNAV RWY 17, Orig
Abilene, KS, Abilene Muni, GPS RWY 35, Orig
Independence, KS, Independence Muni, NDB RWY 35, Orig
Chillicothe, OH, Ross County, GPS RWY 23, Orig
Arlington, TX, Arlington Muni, GPS RWY 34, Orig

DEPARTMENT OF THE ARMY
AERONAUTICAL SERVICES OFFICE
(Not Published in FAR 97)

Fort Riley, KS, Marshall AAF, NDB-A, Amdt 19, CANCELLED
Romulus, NY, Seneca AAF, NDB OR GPS-A, Amdt 6, CANCELLED
Romulus, NY, Seneca AAF, VOR/DME RWY 34, Amdt 1, CANCELLED
Fort Hood, TX, Robert Gray AAF, ILS RWY 15, Amdt 4
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The following proposed procedures are provided as an advance
planning aid to producers of aeronautical charts. New forms shall
be provided following the flight check of the procedures and
facilities to firmly establish such dates and other amended data
as required..

Sacramento, CA, Sacramento Intl, ILS RWY 34L, Amdt 5
Marietta, GA, Cobb County-McCollum  Field, LOC RWY 27, Amdt 3,

CANCELLED
Marietta, GA, Cobb County-McCollum  Field, ILS RWY 27, Orig
Rome, GA, Richard B. Russell, LOC/DME RWY 1, Amdt 3, CANCELLED
Rome, GA, Richard B. Russell, ILS/DME RWY 1, Orig
New Ulm, MN, New Ulm Muni, NDB or GPS RWY 33, Amdt 1
New Ulm, MN, New Ulm Muni, NDB or GPS RWY 15, Amdt 1 '
Pipestone, MN, Pipestone Muni, NDB or GPS RWY 36, Amdt 6
Willmar, MN, Willmar Muni-John L. Rice Field, LOC RWY 28, Orig
Lebanon, TN, Lebanon Muni, NDB RWY 19, Orig
Suffolk, VA, Suffolk Muni, LOC RWY 4, Orig
Suffolk, VA, Suffolk Muni, NDB RWY 4, Orig
Seattle, WA, Boeing Field/King County Intl, LOC/DME RWY 13R,

Orig

The following fix actions, related to the above proposed
procedures, are provided as an advance copy to aid producers of
aeronautical charts.

ESTABLISH

AWARY, AK: 57-14-08.02N,  170-ll-56.37W
CHART: AL

KSOTA, MN: 45-02-36.65N,  094-47-24.7OW
CHART: AL

WLMAR LOM, M N : 45-05-06.38N,  094-57-46.95W
CHART:AL

OLUCE, VA: 36-29-29.58N,  076-43-09.63W
CHART: AL

WALLEY  NDB, V A : 36-35-57.50N,  076-38-56.75W'
CHART: AL

MODIFIED

ELMAC, CA:

LANEE LOM, CA:

38-30-29.03N,  121-36-15.67W
CHART: AL

38-37-00.86N,  121-36-11.85W
CHART: AL
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FENTS, GA: 34-09-13.94N,  084-35-32.9OW
CHART: AL

KAREL, GA: 34-lo-32.52N,  085-lo-39.72W.
CHART: AL

LENON, TN: 36-16-57.62N,  086-ll-58.43W
CHART: AL, EL

FITAS, MN: 45-03-54.00N,  095-lo-10.15W
CHART: AL

DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION - FLIGHT OPERATIONS

DEPARTURE PROCEDURES/TAKEOFF MINIMUMS

Fort Riley, KS, Marshall AAF, Amdt 2, CANCELLED
Aitkin, MN, Aitkin Muni, Amdt 2
Brainerd, MN, Brainerd-Crow  Wing Co Regional, Amdt 4
Little Falls, MN, Little Falls-Morrison County, Amdt 3
Minneapolis, MN, Minneapolis-St Paul Intl (Weld-Chamberlain),

Amdt 6
Pipestone, MN, Pipestone Muni, Amdt 1, CANCELLED
Willmar, MN, Willmar Muni-John L Rice Field, Amdt 5
Romulus, NY, Seneca AAF, Amdt 3, CANCELLED
Fargo, ND, Hector Intl, Amdt 3
Lebanon, TN, Lebanon Muni, Amdt 1
Livingston, TX, Livingston Muni, Orig
Ozona, TX, Ozona Muni, Orig
Suffolk, VA, Suffolk Muni, Amdt 2
Hayward, WI, Hayward Muni, Amdt 3
Big Piney, WY, Big Piney-Marbleton, Orig
Riverton, WY, Riverton Regional, Orig



Transmittal Letter 9640 April 19, 1996
Page 3

FENTS, GA: 34-09-13.94N,  084-35-32.9OW
CHART: AL

KAREL, GA: 34-lo-32.52N,  085-lo-39.72W.
CHART: AL

LENON, TN: 36-16-57.62N,  086-ll-58.43W
CHART: AL, EL

FITAS, MN: 45-03-54.00N,  095-lo-10.15W
CHART: AL

DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION - FLIGHT OPERATIONS

DEPARTURE PROCEDURES/TAKEOFF MINIMUMS

Fort Riley, KS, Marshall AAF, Amdt 2, CANCELLED
Aitkin, MN, Aitkin Muni, Amdt 2
Brainerd, MN, Brainerd-Crow  Wing Co Regional, Amdt 4
Little Falls, MN, Little Falls-Morrison County, Amdt 3
Minneapolis, MN, Minneapolis-St Paul Intl (Weld-Chamberlain),

Amdt 6
Pipestone, MN, Pipestone Muni, Amdt 1, CANCELLED
Willmar, MN, Willmar Muni-John L Rice Field, Amdt 5
Romulus, NY, Seneca AAF, Amdt 3, CANCELLED
Fargo, ND, Hector Intl, Amdt 3
Lebanon, TN, Lebanon Muni, Amdt 1
Livingston, TX, Livingston Muni, Orig
Ozona, TX, Ozona Muni, Orig
Suffolk, VA, Suffolk Muni, Amdt 2
Hayward, WI, Hayward Muni, Amdt 3
Big Piney, WY, Big Piney-Marbleton, Orig
Riverton, WY, Riverton Regional, Orig



Transmittal Letter 9640 April 19, 1996
Page 3

FENTS, GA: 34-09-13.94N,  084-35-32.9OW
CHART: AL

KAREL, GA: 34-lo-32.52N,  085-lo-39.72W.
CHART: AL

LENON, TN: 36-16-57.62N,  086-ll-58.43W
CHART: AL, EL

FITAS, MN: 45-03-54.00N,  095-lo-10.15W
CHART: AL

DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION - FLIGHT OPERATIONS

DEPARTURE PROCEDURES/TAKEOFF MINIMUMS

Fort Riley, KS, Marshall AAF, Amdt 2, CANCELLED
Aitkin, MN, Aitkin Muni, Amdt 2
Brainerd, MN, Brainerd-Crow  Wing Co Regional, Amdt 4
Little Falls, MN, Little Falls-Morrison County, Amdt 3
Minneapolis, MN, Minneapolis-St Paul Intl (Weld-Chamberlain),

Amdt 6
Pipestone, MN, Pipestone Muni, Amdt 1, CANCELLED
Willmar, MN, Willmar Muni-John L Rice Field, Amdt 5
Romulus, NY, Seneca AAF, Amdt 3, CANCELLED
Fargo, ND, Hector Intl, Amdt 3
Lebanon, TN, Lebanon Muni, Amdt 1
Livingston, TX, Livingston Muni, Orig
Ozona, TX, Ozona Muni, Orig
Suffolk, VA, Suffolk Muni, Amdt 2
Hayward, WI, Hayward Muni, Amdt 3
Big Piney, WY, Big Piney-Marbleton, Orig
Riverton, WY, Riverton Regional, Orig



Transmittal Letter 9640 April 19, 1996
Page 3

FENTS, GA: 34-09-13.94N,  084-35-32.9OW
CHART: AL

KAREL, GA: 34-lo-32.52N,  085-lo-39.72W.
CHART: AL

LENON, TN: 36-16-57.62N,  086-ll-58.43W
CHART: AL, EL

FITAS, MN: 45-03-54.00N,  095-lo-10.15W
CHART: AL

DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION - FLIGHT OPERATIONS

DEPARTURE PROCEDURES/TAKEOFF MINIMUMS

Fort Riley, KS, Marshall AAF, Amdt 2, CANCELLED
Aitkin, MN, Aitkin Muni, Amdt 2
Brainerd, MN, Brainerd-Crow  Wing Co Regional, Amdt 4
Little Falls, MN, Little Falls-Morrison County, Amdt 3
Minneapolis, MN, Minneapolis-St Paul Intl (Weld-Chamberlain),

Amdt 6
Pipestone, MN, Pipestone Muni, Amdt 1, CANCELLED
Willmar, MN, Willmar Muni-John L Rice Field, Amdt 5
Romulus, NY, Seneca AAF, Amdt 3, CANCELLED
Fargo, ND, Hector Intl, Amdt 3
Lebanon, TN, Lebanon Muni, Amdt 1
Livingston, TX, Livingston Muni, Orig
Ozona, TX, Ozona Muni, Orig
Suffolk, VA, Suffolk Muni, Amdt 2
Hayward, WI, Hayward Muni, Amdt 3
Big Piney, WY, Big Piney-Marbleton, Orig
Riverton, WY, Riverton Regional, Orig



Transmittal Letter 9640 April 19, 1996
Page 3

FENTS, GA: 34-09-13.94N,  084-35-32.9OW
CHART: AL

KAREL, GA: 34-lo-32.52N,  085-lo-39.72W.
CHART: AL

LENON, TN: 36-16-57.62N,  086-ll-58.43W
CHART: AL, EL

FITAS, MN: 45-03-54.00N,  095-lo-10.15W
CHART: AL

DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION - FLIGHT OPERATIONS

DEPARTURE PROCEDURES/TAKEOFF MINIMUMS

Fort Riley, KS, Marshall AAF, Amdt 2, CANCELLED
Aitkin, MN, Aitkin Muni, Amdt 2
Brainerd, MN, Brainerd-Crow  Wing Co Regional, Amdt 4
Little Falls, MN, Little Falls-Morrison County, Amdt 3
Minneapolis, MN, Minneapolis-St Paul Intl (Weld-Chamberlain),

Amdt 6
Pipestone, MN, Pipestone Muni, Amdt 1, CANCELLED
Willmar, MN, Willmar Muni-John L Rice Field, Amdt 5
Romulus, NY, Seneca AAF, Amdt 3, CANCELLED
Fargo, ND, Hector Intl, Amdt 3
Lebanon, TN, Lebanon Muni, Amdt 1
Livingston, TX, Livingston Muni, Orig
Ozona, TX, Ozona Muni, Orig
Suffolk, VA, Suffolk Muni, Amdt 2
Hayward, WI, Hayward Muni, Amdt 3
Big Piney, WY, Big Piney-Marbleton, Orig
Riverton, WY, Riverton Regional, Orig



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

NDB STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97. 27 otherwise indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH

FROM T O COURSE AND DISTANCE ALTITUDE MAP:
5.03 NM AFTER PASSING JEFFE LOM

BVO VOR/DME JEFFE LOM 037.76 I 78.06 3000

CLIMB TO 7900 THEN CLIMBING LEFT TURN TO 2500
OSW VORTAC JEFFE LOM 250.88 i 28.70 3000 DIRECT

JEFFE LOM AND HOLD.

LUREX INT JEFFE LOM 274.92 I 9.27 3000

ADDITIONAL FLIGHT DATA:

HOLD S, LT, 356 INBOUND

FAS OBST: 7079 TREE 370634/954806

FAC CROSSES RWY C/L EXTENDED 779’ FROM
THLD

I. PT R SIDE OF COURSE 775.60 OUTBOUND 2600 FT W I T H I N  IO MILES OF JEFFE LOM (IAF) W)
QIART: HIREKAUIWW.  c---

>-.

3. FAC 355.60 FAF JEFFE LOM DIST FAF TO MAP 5.03 THLD 5.03

1. MIN. ALT JEFFE LOM 2500

3. MSA F R O M :  JEFFE LOM 2700 MAG VAR: 5E EPOCH YEAR: 2000

MINIMUMS

TAKEOFF: 1 X 1 STANDARD 1 1 SEE FAA FORM 8260-15 FOR THIS AIRPORT ALTERNATE: N A 1 X 1

CATEGORY B-m--- - - - - > A B C D E

MDA VIS HATIHAA MDA VIS HATI HAA MDA VIS HAT/ HAA M D A VIS HAT/ HAA MDA VIS HAT/ HAA

s-35 7360 I 539 I360 I 539 7360 I I/2 539

CIRCLING 7360 I 538 7360 I 538 7360 I 712 538

s-35
CIRCLING

NOTES:
USE COFFEYVILLE  ALTIMETER SETTING.

This is a corrected copy of a prcmdure iIl’1LM.

CITY AND STATE ELEVATION: 822 TDZE: 827 FACILITY PROCEDURE NO. / AMDT NO. / EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 25APR% AMDT ORIGINAL

INDEPENDENCE, KS INDEPENDENCE MUNI ID NDB RWY 35, ORIG DATE

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES
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VOR

UNITED STATES ARMY

STANDARD INSTRUMENT APPROACH PR’OCEDURE

Bearings, headings, courses,  and radials are magnetic. Elevations and altitudes are in feet, MSL,  except HAT, HAA,
TCH, and RA.  Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet above airport
elevation. Distances are in nautical miles unless otherwise indicated, except visibilities  which are in nautical miles
unless otherwise indicated, except visibilities  which are in statute miles or in statute miles or in feet RVR.

TERMINAL ROUTES T
T ALTITUDE MAP:FROM TO COURSE AND DISTANCE

MISSED APPROACH

ADDITIONAL FLIGHT DATA:

. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF WF) I

1. FAC FAF DIST  FAF TO MAP
. MIN. ALT THLD  ___I

1. MSA FROM 1 MAG VAR: EPOCH YEAR:
MINIMUMS

TAKEOFF: 1 1 STANDARD 1 1 SEE FAA FORM 8260-21 FOR THIS AIRPORT ALTERNATE: N A 1 1
3ATEGORY  ------> 1- - - - - A I B C I D I E

I

MDA VIS HAT/HA/i MDA VIS HATIHAA MDA VIS HATIHAA MDA VIS HATIHAA MDA VIS HATIHAA

I

NOTES:

PROCEDURE CANCELED EFFECTIVE 20 Jun 96

CITY AND STATE

ROMULUS, NY

ELEVATION: 647 TDZE: 646 FACILITY
AIRPORT IDENTIFIER:

SENECA AAF RYK

FAA FORM 8260 - 13 / February 1995 (computer generated)

PROCEDURE NO. / AMDT  NO. / EFFECTIVE DATE:

VOR/DME  RVW 34, AMDT I, 22 NOV 84

PAGE

SUP:

AMDT: ORIGINAL

DATED: 29 OCT 87

1 OF 2 PAGES
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DATED: 29 OCT 81
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Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,  except HAT, HAA,
TCH, and RA.  Attitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet above airport
elevation. Distances are in nautical miles unless otherwise indicated, except visibilities  which are in nautical miles
unless otherwise indicated, except visibilities  which are in statute miles or in statute miles or in feet RVR.

TERMINAL ROUTES T
T ALTITUDE MAP:FROM TO COURSE AND DISTANCE

MISSED APPROACH

ADDITIONAL FLIGHT DATA:

. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF WF) I

1. FAC FAF DIST  FAF TO MAP
. MIN. ALT THLD  ___I

1. MSA FROM 1 MAG VAR: EPOCH YEAR:
MINIMUMS

TAKEOFF: 1 1 STANDARD 1 1 SEE FAA FORM 8260-21 FOR THIS AIRPORT ALTERNATE: N A 1 1
3ATEGORY  ------> 1- - - - - A I B C I D I E

I

MDA VIS HAT/HAA MDA VIS HATIHAA MDA VIS HATIHAA MDA VIS HATIHAA MDA VIS HATIHAA

I
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PROCEDURE CANCELED EFFECTIVE 20 Jun 96
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U.S. DEPARTMENT  OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

LOC/DME STANDARD INSTRUMENT APPROACH PROCEDURE
MSL,  except HAT, HAA, TCH,  and RA.  Attitudes are minimum ahitudes  unless otherwise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97.  25 otherwise indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP:

v
ADDITIONAL FLIGHT DATA:

,
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF VW
2.
3. FAC FAF DIST  FAF TO MAP THLD
4. MIN. ALT
3. MSA  FROM: MAG VAR: EPOCH YEAR:

MINIMUMS
TAKEOFF:  1 1 STANDARD  1 [ SEE FAA FORM 8260-m  F O R THIS  ‘ AIRPORT ALTERNATE: N A 1 1
CATEGORY - - - - -- - - - -> A B C D E

MDA VIS HATIHAA MDA VIS HAT/ HAA MDA VIS HAT/  HAA M D A VIS HAT/  HAA M D A VIS HAT/  HAA

NOTES:

PROCEDURE CANCELED EFFECTIVE Pmposd  23 MAY 96 .

CITY AND STATE ELEVATION: TDZE: 635 FACILITY PROCEDURE NO. I AMDT  NO. I EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 1

AMDT 2
ROME, GA RICHARD B. RUSSEL I-HBQ LOClDME RW 1, AMDT. 3, 1 SEP 91 DATE 12/15/88

FAA FORM 8260 - 5 / February 19% (computer generated) PAGE OF PAGES



U.S. DEPARTMENT  OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

LOC/DME STANDARD INSTRUMENT APPROACH PROCEDURE
MSL,  except HAT, HAA, TCH,  and RA.  Attitudes are minimum ahitudes  unless otherwise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97.  25 otherwise indicated, except visibilities  which are in statute miles or in feet RVR.
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v
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ROME, GA RICHARD B. RUSSEL I-HBQ LOClDME RW 1, AMDT. 3, 1 SEP 91 DATE 12/l 5188
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U.S. DEPARTMENT  OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

LOC/DME STANDARD INSTRUMENT APPROACH PROCEDURE
MSL,  except HAT, HAA, TCH,  and RA.  Attitudes are minimum ahitudes  unless otherwise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97.  25 otherwise indicated, except visibilities  which are in statute miles or in feet RVR.
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U.S. DEPARTMENT  OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in

LOC/DME STANDARD INSTRUMENT APPROACH PROCEDURE feet, MSL, except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless
otherwise indicated. Ceilings are in feet above airport elevation. Distances are in-~___-~

- - - - - FLIGHT STANDARDS SERVICE - FAR PART 97. 25 nautical miles unless otherwise indicated, except visibilities  which are in statute miles or
TERMINAL ROUTES MISSED APPROACH_. .-

FROM
-_. - -. _ _ _ _ _ _ _

TO .- -- COURSE -AND DiSTANCE ALTITUDE - MAP: I-BFli .74 DME
-

~~-~_-__-___-_---_~_-_~ __.- -- _

SEA VORTAC NOLLA LOMll-BFI  8.10 DME 322.68112.27 2200 ___~_ _ _ -- -- - -- -. -_. ---_ - - _---. - -. -_-_--_ -----_-__--- -
-CLIMB  TO 2000 VIA I-BFI SE COURSE TO I-BFI 6.00 DME, THEN

__- - -

CONTINUE CLIMB TO 5000 VIA I-BFI SE COURSE AND SEA
R-101  TO BLAKO lNT/SEA 11.82 DME AND HOLD.

-.~___---~~-
ADDITIONAL FLIGHT DATA:

HOLD E, LT, 281 INBOUND

FAS OBST: 274 FLOOD LIGHT 473332/1221917

578 OL ON TOWER 47345611222147

l.PT--L - - SIDE OF COURSE -3iu.19--  OUTBOUND- -2260 FT WITHIN- - 10 -- MILES OF NOLLA
._ -- _----  -~ ~_- _--_  --- -- ----------_.- 7

W)--______ -____
7-.

3. FAC 130.19 FAF NOLLA DIST FAF TO MAP - THLD 6.37- - - ~ ---~
1. MIN. ALT NOLLA 2200, I-BFI 4.70 DME 1100.__ ___ -__~~-~--
3. MSA FROM: NOLLA LOM 300-030 2800, 030-120 6000,  120-210 2200, 210-300 6900. MAG VAR: 2OE EPOCH YEAR: 90

MINIMUMS_ _ _ _.- -- - --- _- -- ._ .-
T&OFF:- i ---- 1 x 1 SEE FAA FORM 8260-15 FOR THIS AIRPORT

____ _- .-- --- ~--__---~- - - -  _~

CATEGORY  =====> A__. .-_- --_ .- ---. -

._. --_ ._ -__- ._ -- .- -..- -~----

NOTES: INOPERATIVE TABLE DOES NOT APPLY.

*
CITY AND STATE ELEVATION: 18 TDZE: 14 FACILITY PROCEDURE NO. /AMDT NO. / EFFECTIVE DATE: SUP

AIRPORT IDENTIFIER: PlXpSd23l!!W%
-_____

AMDT NONE

SEATTLE, WA. BOEING FIELD/KING COUNTY INTL I-BFI LOC/DME  RWY 13R, ORIGINAL DATE

FAA FORM 8260 - 5 / May 1993 (computer generated) PAGE OF PAGES
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in
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578 OL ON TOWER 47345611222147

l.PT--L - - SIDE OF COURSE -3iu.19--  OUTBOUND- -2260 FT WITHIN- - 10 -- MILES OF NOLLA
._ -- _----  -~ ~_- _--_  --- -- ----------_.- 7

W)--______ -____
7-.

3. FAC 130.19 FAF NOLLA DIST FAF TO MAP - THLD 6.37- - - ~ ---~
1. MIN. ALT NOLLA 2200, I-BFI 4.70 DME 1100.__ ___ -__~~-~--
3. MSA FROM: NOLLA LOM 300-030 2800, 030-120 6000,  120-210 2200, 210-300 6900. MAG VAR: 2OE EPOCH YEAR: 90

MINIMUMS_ _ _ _.- -- - --- _- -- ._ .-
T&OFF:- i ---- 1 x 1 SEE FAA FORM 8260-15 FOR THIS AIRPORT

____ _- .-- --- ~--__---~- - - -  _~

CATEGORY  =====> A__. .-_- --_ .- ---. -

._. --_ ._ -__- ._ -- .- -..- -~----

NOTES: INOPERATIVE TABLE DOES NOT APPLY.

*
CITY AND STATE ELEVATION: 18 TDZE: 14 FACILITY PROCEDURE NO. /AMDT NO. / EFFECTIVE DATE: SUP

AIRPORT IDENTIFIER: PlXpSd23l!!W%
-_____

AMDT NONE

SEATTLE, WA. BOEING FIELD/KING COUNTY INTL I-BFI LOC/DME  RWY 13R, ORIGINAL DATE

FAA FORM 8260 - 5 / May 1993 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT of
TRANSPORTATION

DEPARTURE PROCEDURES / TAKEOFF MINIMUMS

[Bearings, hadinw,  Courses and. radial.$ are plagngtjc. Eleyatipns acg al-- - __ ._ _ -* _ -
lminimiim- altitudeS.unless  .Qtherwise  Indicated. . . Geliings$rg JJ Jgel aDove airport elevation. 2s

SL. Altitudes are
istances are in nautical

_ -_
- Ititudes  are in feet

miles, except visibilities  which are in statute miles or in TeeI:  nvn.
COORDINATED

CANCELLEP  EFFECTIVE PROPOSED 20 JUN 96

TAKEOFF OBSTACLES: DEPARTURE OBSTACLES:

CITY AND STATE
PIPESTONE, MN

’ AIRPORT
” d EFFECTIW AMDT. NO.

PIPESTONE MUNI * 1
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I U.S. DEPARTMENT of TRANSPORTATlON
FEDERAL AVIATION ADMINISTRATlON DEPARTURE PROCEDURES /TAKEOFF MINWIUMS

I

I Bearings, headings, courses  and radials are magnetic Elevdons  and aMucks  are in feet MSL Attitudes are minimum attitudes unb cdbrwise
indicabad. Ceilings are in feet above  airport dew&on. Distances are in nautical miles, except v&ibm which are in statute miles or in f&et RVR.

I
COORDINATED WlIH:

ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I I III I F-l [x1 F-l aiUAR7cC,SJTFSS,ARPTMGR .

RWY34STANDARD
RWY 16 300-l OR STANDARD WITH MINIMUM CLIMB OF 280’ PER NM TO 2600

RW16-24QQwATER  TOWER 304317/l011139

r
DEVELOPED By I APPROVED BY\

.
1 AIRPORT

OZONA, 7i ORI

. FAA FORM 8260 115 / May 1993 (computer generated)
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For Examination.

1. FAA Rules Docket, FAA Headquarters Building,

8b̂'c Independence Avenue, SW., Washington, DC 20591;

2. The FAA Regionai Office of the region in which the

affected airport is located; or

3. The Flight Inspection Area Office which originated

the SIAP.

For Purchase- Individual SIAP copies may be obtained from:

1. FAA Public Inquiry Center (APA-200), FAA

Headquarters Building, 800 Independence Avenue, SW.,

Washington, DC 20591; or

2 . The FAA Regional Office of the region in which the

affected airport is located.

By Subscription- Copies of all SIAPs, mailed once every 2

weeks, are for sale by the Superintendent of Documents, U.S.

Government Printing Office, Washington, DC 20402 .

FOR FURTHER INFORMATION CONTACT: Paul J. Best, Flight

Procedures Standards Branch (AFS-420), Technical Programs

Division, Flight Standards Service, Federal Aviation

Administration, 800 Independence Avenue, SW., Washington,

DC 20591; telephone (202) 267-8277.

SUPPLEMENTARY INFORMATION: This amendment to part 97 of the

Federal Aviation Regulations (14 CFR part 97) establishes,

amends, suspends, or revokes Standard Instrument Approach

Procedures (SIAPs) . The complete regulatory description of

each SIAP is contained in official FAA form documents which
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8
’U.S. DEPARTMENT, OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION. Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

LOC STANDARD INSTRUMENT APPROACH PROCEDURE MSL, except HAT, HAA, TCH, and RA. Altitudes are minimum. altitudes unless otherwise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97. 25 otherwise indicated, except visibilities which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM T O COURSE AND DISTANCE ALTITUDE MAP: 4.07 MILES AFTER KlMBR OM.

MHT VORIDME CRTLA INT 347.24 I 14.38 . . . . 3000
.* . CLIMB TO 2000 DIRECT MHT VORIDME AND HOLD, OR WHEN

CON VORTAC (IAF)
I

CRTLA INT (NoPT) ’ 3000 DIRECTED BY ATC, CLIMB TO 2000 VIA HEADING 180 AND
179.24 18.68 . LWM VORIDME R-292 TO MITRE INT/LWM 13.4 DME  AND

. . HOLD, E, RT, 292 INBOUND.

CRTLA INT BETEY / MHT 11.39 DME I RADAR 172.52 / 3.00 2300 .
.

BETEY / MHT  11.39 DME  / RADAR KIMBR OM 172.52 / 2.01 ,P700
ADDITIONAL FLIGHT DATA:

HOLD SE, LT, 337 INBOUND.
.4

FAS OBST: 391 TREES 425726 / 712712.
495 BLDGS 425934  1712749.4

CHART: MITRE INTILWM 13.4 DME.

I.  PT R SIDE OF COURSE 352.52 OUTBOUND %X) FT WITHIN 10 MILES OF CRTLA INT
.

VW
)I.
i. FAC 172.52 FAF KIMBR OM DIST FAF TO MAP 4.07 THLD 4.07
1. MIN. ALT = libl’I! 3t)OfI, EEIIZY 2300, Kll!5R OM 1700
1. MSA FROM: MHT  VOR/DME 046-136  2600, 136-226 2000, 226-046 3400. MAG VAR: 16 W . EPOCH YEAR: 95

MINIMUMS

-I-AKEOFF:  1 [ STANDARD 1 x 1 SEE FAA FORid 8260-X FOR THIS AIRPORT ALTERNATE: N A 1 1 STANDARD
CATEGORY ------>- - - - - A B C D E

MDA VIS HATIHAA MDA VIS HAT/ HAA MDA VIS HATI HAA MDA VIS HAT/ HAA M D A VIS HAT/ HAA
s -17 660 !a00 431 660 5ooo 431 660 1 l/2 431 660 431
SI RCLING 840 1 606 860 1 626 860 1 314 626 860 -2 626

NOTES: DME OR RADAR REQUIRED.

,

3lTY AND STATE

MANCHESTER, NH

FAA

ELEVATION: 234 TDZE: 229 FACILITY PROCEDURE NO. / AMDT NO. / EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 23l!!W% AMDT NONE

MANCHESTER I-MNA LOC RWY 17, ORIG DATE

PAGE 1 OF8260 - 5 / February 1995 (computer generated) 1 PAGES

.
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3lTY AND STATE

MANCHESTER, NH

FAA

ELEVATION: 234 TDZE: 229 FACILITY PROCEDURE NO. / AMDT NO. / EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 23l!!W% AMDT NONE

MANCHESTER I-MNA LOC RWY 17, ORIG DATE

PAGE 1 OF8260 - 5 / February 1995 (computer generated) 1 PAGES

.
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.

BETEY / MHT  11.39 DME  / RADAR KIMBR OM 172.52 / 2.01 ,P700
ADDITIONAL FLIGHT DATA:

HOLD SE, LT, 337 INBOUND.
.4

FAS OBST: 391 TREES 425726 i712712.
495 BLDGS 425934  1712749.4

CHART: MITRE INTILWM 13.4 DME.

I.  PT R SIDE OF COURSE 352.52 OUTBOUND %X) FT WITHIN 10 MILES OF CRTLA INT
.

VW
)I.
i. FAC 172.52 FAF KIMBR OM DIST FAF TO MAP 4.07 THLD 4.07
1. MIN. ALT = libl’I! 3t)OfI, EEIIZY 2300, Kll!5R OM 1700
1. MSA FROM: MHT  VOR/DME 046-136  2600, 136-226 2000, 226-046 3400. MAG VAR: 16 W . EPOCH YEAR: 95

MINIMUMS

TAKEOFF: 1 1 STANDARD 1 X 1 SEE FAA FORid 8260-X FOR THIS AIRPORT ALTERNATE: N A 1 1 STANDARD
CATEGORY ------>- - - - - A B C D E

MDA VIS HATIHAA MDA VIS HAT/ HAA MDA VIS HATI HAA MDA VIS HAT/ HAA M D A VIS HAT/ HAA
s -17 660 !a00 431 660 5ooo 431 660 1 l/2 431 660 431
SI RCLING 840 1 606 860 1 626 860 1 314 626 860 -2 626

NOTES: DME OR RADAR REQUIRED.

,

3lTY AND STATE

MANCHESTER, NH

FAA

ELEVATION: 234 TDZE: 229 FACILITY PROCEDURE NO. / AMDT NO. / EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 23l!!W% AMDT NONE

MANCHESTER I-MNA LOC RWY 17, ORIG DATE

PAGE 1 OF8260 - 5 / February 1995 (computer generated) 1 PAGES

.



8
’U.S. DEPARTMENT, OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION. Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

LOC STANDARD INSTRUMENT APPROACH PROCEDURE MSL, except HAT, HAA, TCH, and RA. Altitudes are minimum. altitudes unless otherwise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97. 25 otherwise indicated, except visibilities which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH

FROM T O COURSE AND DISTANCE ALTITUDE MAP: 4.07 MILES AFTER KlMBR OM.

MHT VORIDME CRTLA INT 347.24 I 14.38 . . . . 3000
.* . CLIMB TO 2000 DIRECT MHT VORIDME AND HOLD, OR WHEN

CON VORTAC (IAF)
I

CRTLA INT (NoPT) ’ 3000 DIRECTED BY ATC, CLIMB TO 2000 VIA HEADING 180 AND
179.24 18.68 . LWM VORIDME R-292 TO MITRE INT/LWM 13.4 DME  AND

. . HOLD, E, RT, 292 INBOUND.

CRTLA INT BETEY / MHT 11.39 DME I RADAR 172.52 / 3.00 2300 .
.

BETEY / MHT  11.39 DME  / RADAR KIMBR OM 172.52 / 2.01 ,P700
ADDITIONAL FLIGHT DATA:

HOLD SE, LT, 337 INBOUND.
.4

FAS OBST: 391 TREES 425726 i712712.
495 BLDGS 425934  1712749.4

CHART: MITRE INTILWM 13.4 DME.

I.  PT R SIDE OF COURSE 352.52 OUTBOUND %X) FT WITHIN 10 MILES OF CRTLA INT
.

VW
)I.
i. FAC 172.52 FAF KIMBR OM DIST FAF TO MAP 4.07 THLD 4.07
1. MIN. ALT = libl’I! 3t)OfI, EEIIZY 2300, Kll!5R OM 1700
1. MSA FROM: MHT  VOR/DME 046-136  2600, 136-226 2000, 226-046 3400. MAG VAR: 16 W . EPOCH YEAR: 95

MINIMUMS

TAKEOFF: 1 1 STANDARD 1 X 1 SEE FAA FORid 8260-X FOR THIS AIRPORT ALTERNATE: N A 1 1 STANDARD
CATEGORY ------>- - - - - A B C D E

MDA VIS HATIHAA MDA VIS HAT/ HAA MDA VIS HATI HAA MDA VIS HAT/ HAA M D A VIS HAT/ HAA
s -17 660 !a00 431 660 5ooo 431 660 1 l/2 431 660 431
SI RCLING 840 1 606 860 1 626 860 1 314 626 860 -2 626

NOTES: DME OR RADAR REQUIRED.

,

3lTY AND STATE

MANCHESTER, NH

FAA

ELEVATION: 234 TDZE: 229 FACILITY PROCEDURE NO. / AMDT NO. / EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 23l!!W% AMDT NONE

MANCHESTER I-MNA LOC RWY 17, ORIG DATE
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION 1 Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are

VOR STANDARD INSTRUMENT APPROACH PROCEDURE
_------_

FLIGHT STANDARDS SERVICE - FAR PART 97. 23

1 in feet, MSL, except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes
unless otherwise indicated. Ceilings are in feet above airport elevation. Distances
are in nautical miles unless otherwise indicated,. except visibilities which are in

TERMINAL ROUTES MISSED APPROACHr --- -------------- --- --
!

-- ---
COURSE AND DISTANCE 1 .ALTiTUDE

I
MAP:

- - - - - -.-----. _.~ -._ _ _--_ - ._- -- - - -
FROM T O I /~._.~~_. ._ --.--___-__~~ 1 II

ADDITIONAL FLIGHT DATA:

--- -.-- ~-. - -
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILE2 OF WW___---. ~____ -~_____-___-___~
7-.
3. kAC FiF -

..- -___- ____-
DIST FAF TO MAP THLD

4. MIN. AL?
___~

4. MSA FROM:
_~ -~ ~- --__.- ~-__.--- --. ~- - ~- -_ - - - - - -__-~~.--.- __---_____

MAG VAR: EPOCH YEAR:

i TAKEOFF: STANDARD SEE FAA FORM 8260-15 FOR THIS AIRPORT ALTERNATE: N A
.

: CATEGORY A B C D E- - -_- - -~ _
M D A VIS HATIHAA MDA VIS HAT/ MDA VIS HAT/ MDA VIS HAT/ - i-DA VIS HAT/

I
_--__-

- .-

1 - _. .--.

1

I
-_

b

i NOTES:
\
I PROCEDURE CANCELLED EFFECTIVE

2OJUN%
- - -__ -

CITY AND STATE

SELMA, AL
.

ELEVATION: 166 TDZE: 165 FACILITY PROCEDURE NO. I AMDT NO. / EFFECTIVE DATE: SUP
AIRPORT NAME: IDENTIFIER: . --.- _ ._ _ _~_

AMDT 2
- __- - -..-- _ _ _ .

CRAIG FIELD CAQ
8 DEC 94

VOR RWY 32, AMDT 3 DATED 15AUG85

FAA FORM 8260 - 5 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION 1 Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are

VOR STANDARD INSTRUMENT APPROACH PROCEDURE
_------_

FLIGHT STANDARDS SERVICE - FAR PART 97. 23

1 in feet, MSL, except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes
unless otherwise indicated. Ceilings are in feet above airport elevation. Distances
are in nautical miles unless otherwise indicated,. except visibilities which are in

TERMINAL ROUTES MISSED APPROACHr --- -------------- --- --
!

-- ---
COURSE AND DISTANCE 1 .ALTiT-lJDE

I
MAP:

- - - - - -.-----. _.~ -._ _ _--_ - ._- -- - - -
FROM T O I /~._.~~_. ._ --.--___-__~~ 1 II

ADDITIONAL FLIGHT DATA:

--- -.-- ~-. - -
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF WW___---. ~____ -~_____-___-___~
7-.
3. kAC FiF -

..- -___- ____-
DIST FAF TO MAP THLD

4. MIN. AL?
___~

38. MSA FROM:
_~ -~ ~- --__.- ~-__.--- --. ~- - ~- -_ - - - - - -__-~~.--.- __---_____

MAG VAR: EPOCH YEAR:

i TAKEOFF: STANDARD SEE FAA FORM 8260-15 FOR THIS AIRPORT ALTERNATE: N A
.

: CATEGORY A B C D E- - -_- - -~ _
M D A VIS HATIHAA MDA VIS HAT/ MDA VIS HAT/ MDA VIS HAT/ - i-DA VIS HAT/

I
_--__-

- .-

1 - _. .--.

1

I
-_

b

i NOTES:
\
I PROCEDURE CANCELLED EFFECTIVE

2OJUN%
- - -__ -

CITY AND STATE

SELMA, AL
.

ELEVATION: 166 TDZE: 165 FACILITY PROCEDURE NO. I AMDT NO. / EFFECTIVE DATE: SUP
AIRPORT NAME: IDENTIFIER: . --.- _ ._ _ _~_

AMDT 2
- __- - -..-- _ _ _ .

CRAIG FIELD CAQ
8 DEC 94

VOR RWY 32, AMDT 3 DATED 15AUG85

FAA FORM 8260 - 5 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION 1 Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are

VOR STANDARD INSTRUMENT APPROACH PROCEDURE
_------_

FLIGHT STANDARDS SERVICE - FAR PART 97. 23

1 in feet, MSL, except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes
unless otherwise indicated. Ceilings are in feet above airport elevation. Distances
are in nautical miles unless otherwise indicated,. except visibilities which are in

TERMINAL ROUTES MISSED APPROACHr --- -------------- --- --
!

-- ---
COURSE AND DISTANCE 1 .ALTiT-lJDE

I
MAP:

- - - - - -.-----. _.~ -._ _ _--_ - ._- -- - - -
FROM T O I /~._.~~_. ._ --.--___-__~~ 1 II

ADDITIONAL FLIGHT DATA:

--- -.-- ~-. - -
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF WW___---. ~____ -~_____-___-___~
7-.
3. kAC FiF -

..- -___- ____-
DIST FAF TO MAP THLD

4. MIN. AL?
___~

38. MSA FROM:
_~ -~ ~- --__.- ~-__.--- --. ~- - ~- -_ - - - - - -__-~~.--.- __---_____

MAG VAR: EPOCH YEAR:

i TAKEOFF: STANDARD SEE FAA FORM 8260-15 FOR THIS AIRPORT ALTERNATE: N A
.

: CATEGORY A B C D E- - -_- - -~ _
M D A VIS HATIHAA MDA VIS HAT/ MDA VIS HAT/ MDA VIS HAT/ - i-DA VIS HAT/

I
_--__-

- .-

1 - _. .--.

1

I
-_

b

i NOTES:
\
I PROCEDURE CANCELLED EFFECTIVE

2OJUN%
- - -__ -

CITY AND STATE
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.

ELEVATION: 166 TDZE: 165 FACILITY PROCEDURE NO. I AMDT NO. / EFFECTIVE DATE: SUP
AIRPORT NAME: IDENTIFIER: . --.- _ ._ _ _~_

AMDT 2
- __- - -..-- _ _ _ .

CRAIG FIELD CAQ
8 DEC 94

VOR RWY 32, AMDT 3 DATED 15AUG85

FAA FORM 8260 - 5 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION 1 Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are

VOR STANDARD INSTRUMENT APPROACH PROCEDURE
_------_

FLIGHT STANDARDS SERVICE - FAR PART 97. 23

1 in feet, MSL, except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes
unless otherwise indicated. Ceilings are in feet above airport elevation. Distances
are in nautical miles unless otherwise indicated,. except visibilities which are in

TERMINAL ROUTES MISSED APPROACHr --- -------------- --- --
!

-- ---
COURSE AND DISTANCE 1 .ALTiT-lJDE

I
MAP:

- - - - - -.-----. _.~ -._ _ _--_ - ._- -- - - -
FROM T O I /~._.~~_. ._ --.--___-__~~ 1 II

ADDITIONAL FLIGHT DATA:

--- -.-- ~-. - -
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF WW___---. ~____ -~_____-___-___~
7-.
3. kAC FiF -

..- -___- ____-
DIST FAF TO MAP THLD

4. MIN. AL?
___~

38. MSA FROM:
_~ -~ ~- --__.- ~-__.--- --. ~- - ~- -_ - - - - - -__-~~.--.- __---_____

MAG VAR: EPOCH YEAR:

i TAKEOFF: STANDARD SEE FAA FORM 8260-15 FOR THIS AIRPORT ALTERNATE: N A
.

: CATEGORY A B C D E- - -_- - -~ _
M D A VIS HATIHAA MDA VIS HAT/ MDA VIS HAT/ MDA VIS HAT/ - i-DA VIS HAT/

I
_--__-

- .-

1 - _. .--.

1

I
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\
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2OJUN%
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- __- - -..-- _ _ _ .

CRAIG FIELD CAQ
8 DEC 94

VOR RWY 32, AMDT 3 DATED 15AUG85

FAA FORM 8260 - 5 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION 1 Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are

VOR STANDARD INSTRUMENT APPROACH PROCEDURE
_------_

FLIGHT STANDARDS SERVICE - FAR PART 97. 23

1 in feet, MSL, except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes
unless otherwise indicated. Ceilings are in feet above airport elevation. Distances
are in nautical miles unless otherwise indicated,. except visibilities which are in

TERMINAL ROUTES MISSED APPROACHr --- -------------- --- --
!

-- ---
COURSE AND DISTANCE 1 .ALTiT-lJDE

I
MAP:

- - - - - -.-----. _.~ -._ _ _--_ - ._- -- - - -
FROM T O I /~._.~~_. ._ --.--___-__~~ 1 II

ADDITIONAL FLIGHT DATA:

--- -.-- ~-. - -
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF WW___---. ~____ -~_____-___-___~
7-.
3. kAC FiF -

..- -___- ____-
DIST FAF TO MAP THLD

4. MIN. AL?
___~

38. MSA FROM:
_~ -~ ~- --__.- ~-__.--- --. ~- - ~- -_ - - - - - -__-~~.--.- __---_____

MAG VAR: EPOCH YEAR:

i TAKEOFF: STANDARD SEE FAA FORM 8260-15 FOR THIS AIRPORT ALTERNATE: N A
.

: CATEGORY A B C D E- - -_- - -~ _
M D A VIS HATIHAA MDA VIS HAT/ MDA VIS HAT/ MDA VIS HAT/ - i-DA VIS HAT/

I
_--__-

- .-

1 - _. .--.

1

I
-_

b

i NOTES:
\
I PROCEDURE CANCELLED EFFECTIVE

2OJUN%
- - -__ -

CITY AND STATE

SELMA, AL
.

ELEVATION: 166 TDZE: 165 FACILITY PROCEDURE NO. I AMDT NO. / EFFECTIVE DATE: SUP
AIRPORT NAME: IDENTIFIER: . --.- _ ._ _ _~_

AMDT 2
- __- - -..-- _ _ _ .

CRAIG FIELD CAQ
8 DEC 94

VOR RWY 32, AMDT 3 DATED 15AUG85

FAA FORM 8260 - 5 (computer generated) PAGE OF PAGES



U. S. Department of ILS - STANDARD
.

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

Transportation INSTRUMENTAPPROACH PROCEDURE except HAT, HAA, TCH, and RA.  Altitudes are minimum tiitudes  unless othenrvise  indicated. Ceilings

Federal Aviation FAR PART 97.29 are in feet above airport elevation. Distances are in nautical miles unless othewise  indicated, except
visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES I MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE ILS: AT THE DH. LOC: 4.93  MILES AFTER

RlVlL OM/INT OR AT TUS 2.38 DME FIX.

TUS VORTAC WASON INTffUS  12.74  DME’ 303.05/l 2.74 6500 CLIMB TO 6000 (CAT E 8000)  VIA TUS VORTAC, THEN VIA

WASON (IAF) CALLS INT/TUS 9.74 DME 123.02I3.00 (I-TUS) 5200
TUS R-270 TO TUS 12.8  DME/RYN  NDB AND HOLD.

CALLS RIVIL OM/INT/TlJS  7.31 DME 123.02/2.43 (I-TUS) 4500

ADDITIONAL FLIGHT DATA:
HOLD W, RT, 090 INBOUND.

FAS OBST: 2593 POLE 320802/1105738

1. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF WF)
2. HOLD NW WASON, INT/TUS 12.74 DME, RT, 123.02 INBOUND,6000  FT, IN LIEU OF PT (IAF).
3. FAC: 123.02 FAF: RIVIL OM/INTdIJS  7.31 DME DIST FAF TO MAP: 4.93 THLD: 4.93
4. MIN. ALT: WASON 6000, CALLS 5200*, RIVIL 4500", PARCS INTITUS 4.74 DME  3500* *LOC ONLY

5. DIST T O  THLD F R O M  OM: 4.93 M M : 0.63 IM: - 150 HAT: - 100 HAT: - GS ANT: 936

6. MIN GS INCPT: 5200 GS ALT  AT: CALLS 5025 OM: 4223 MM: 2832 IM: -
7. GS ANGLE: 3.00 TCH: 55
8. MSA F R O M : TUS VORTAC 240-330 5800,  330 - 240 10500 MAG VAR: 12E EPOCH YEAR: 1995

MINIMUMS
TAKEOFF: 1 1 STANDARD 1 X 1 SEE FAA FORM 8260-15  FOR THIS AIRPORT ALTERNATE: N A 1 1 ILS: STANDARD@ LOC: STANDARD#
C A T E G O R Y  =====> A B C D E

DH/ MDA VIS HATIHAA DH/ M D A VIS HATIHAA DHI M D A VIS HATIHAA  DHI  MDA VIS HATIHAA  DH/  MDA VIS HAT/ HAA
5-ILS IIL 2796 l/2 200 2796 l/2 200 2796 II2 200 2796 II2 200 2796 II2 200
s-LOC 11L 2860 l/2 264 2860 l/2 264 2860 l/2 264 2860 314 264 2660 314 264
21 RCLING 3100 1 459 3100 1 459 3160 1 l/2 519 3200 559 3740 3 1099

\IOTES:
9DF OR DME REQUIRED @CAT E 1100-3

# CAT E 1100-3
Few-MAISR, IliCKUECP3CSDANDES-UX3VISkMILE.

CITY AND STATE ELEVATION: 2641 TDZE: 2596 FACILITY PROCEDURE NO. / AMDT  NO. / EFFECTIVE DATE: Sup.
AIRPORT NAME: IDENTIFIER:

.
2OJUN% AMDT: 11

TUCSON, AZ TUCSON INTL I-TUS ILS RWY llL, AMDT  12

FAA FORM 8260 - 3 / February 1995 (computer generated) PAGE OF PAGES



U. S. Department of ILS - STANDARD
.

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

Transportation INSTRUMENTAPPROACH PROCEDURE except HAT, HAA, TCH, and RA.  Altitudes are minimum altitudes unless othenrvise  indicated. Ceilings

Federal Aviation FAR PART 97.29 are in feet above airport elevation. Distances are in nautical miles unless othewise  indicated, except
visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES I MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE ILS: AT THE DH. LOC: 4.93  MILES AFTER

RIVIL OM/INT OR AT TUS 2.38 DME FIX.

TUS VORTAC WASON INTffUS  12.74 DME’ 303.05/l  2.74 6500 CLIMB TO 6000 (CAT E 6000)  VIA TUS VORTAC, THEN VIA

WASON (IAF) CALLS INT/TUS 9.74 DME 123.02I3.00  (I-TUS) 5200
TUS R-270 TO TUS 12.8  DME/RYN  NDB AND HOLD.

CALLS RIVIL OM/INT/TlJS  7.31 DME 123.02/2.43  (I-TUS) 4500

ADDITIONAL FLIGHT DATA:
HOLD W, RT, 090 INBOUND.

FAS OBST: 2593 POLE 320802/1105738

1. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF WF)
2. HOLD NW WASON, INT/TUS 12.74 DME, RT, 123.02 INBOUND,6000  FT, IN LIEU OF PT (IAF).
3. FAC: 123.02 FAF: RIVIL OM/INTdIJS  7.31 DME DIST FAF TO MAP: 4.93 THLD: 4.93
4. MIN. ALT: WASON 6000, CALLS 5200*, RIVIL 4500", PARCS INTiTUS 4.74 DME  3500* *LOC ONLY

5. DIST T O  THLD F R O M  OM: 4.93 M M : 0.63 IM: - 150 HAT: - 100 HAT: - GS ANT: 936

6. MIN GS INCPT: 5200 GS ALT  AT: CALLS 5025 OM: 4223 MM: 2832 IM: -
7. GS ANGLE: 3.00 TCH: 55
8. MSA F R O M : TUS VORTAC 240-330 5800,  330 - 240 10500 MAG VAR:  12E EPOCH YEAR: 1995

MINIMUMS

TAKEOFF: 1 1 STANDARD 1 X 1 SEE FAA FORM 8260-15  FOR THIS AIRPORT ALTERNATE: N A 1 1 ILS: STANDARD@ LOC: STANDARD#

CATEGORY =====> A B C D E

DH/ MDA VIS HATIHAA DH/ M D A VIS HATIHAA DHI M D A VIS HATIHAA  DHI  MDA VIS HATIHAA  DH/  MDA VIS HAT/ HAA
5-ILS IIL 2796 l/2 200 2796 l/2 200 2796 II2 200 2796 II2 200 2796 II2 200
s-LOC 11L 2860 l/2 264 2860 l/2 264 2860 l/2 264 2860 314 264 2660 314 264
21 RCLING 3100 1 459 3100 1 459 3160 1 l/2 519 3200 559 3740 3 1099

\IOTES:
4DF OR DME REQUIRED @CAT E 1100-3

# CAT E 1100-3
Few-MAISR, IliCKUECP3CSDANDES-UX3VISkMILE.

CITY AND STATE ELEVATION: 2641 TDZE: 2596 FACILITY PROCEDURE NO. / AMDT  NO. / EFFECTIVE DATE: Sup.
AIRPORT NAME: IDENTIFIER:

.
2OJUN% AMDT: 11

TUCSON, AZ TUCSON INTL I-TUS ILS RWY llL, AMDT 12

FAA FORM 8260 - 3 / February 1995 (computer generated) PAGE OF PAGES



U. S. Department of ILS - STANDARD
.

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

Transportation INSTRUMENTAPPROACH PROCEDURE except HAT, HAA, TCH, and RA.  Altitudes are minimum altitudes unless othenrvise  indicated. Ceilings

Federal Aviation FAR PART 97.29 are in feet above airport elevation. Distances are in nautical miles unless othewise  indicated, except
visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES I MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE ILS: AT THE DH. LOC: 4.93  MILES AFTER

RIVIL OM/INT OR AT TUS 2.38 DME FIX.

TUS VORTAC WASON INTffUS  12.74 DME’ 303.05/l  2.74 6500 CLIMB TO 6000 (CAT E 6000)  VIA TUS VORTAC, THEN VIA

WASON (IAF) CALLS INT/TUS 9.74 DME 123.02I3.00  (I-TUS) 5200
TUS R-270 TO TUS 12.8  DME/RYN  NDB AND HOLD.

CALLS RIVIL OM/INT/TlJS  7.31 DME 123.02/2.43  (I-TUS) 4500

ADDITIONAL FLIGHT DATA:
HOLD W, RT, 090 INBOUND.

FAS OBST: 2593 POLE 320802/1105738

1. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF WF)
2. HOLD NW WASON, INT/TUS 12.74 DME, RT, 123.02 INBOUND,6000  FT, IN LIEU OF PT (IAF).
3. FAC: 123.02 FAF: RIVIL OM/INTdIJS  7.31 DME DIST FAF TO MAP: 4.93 THLD: 4.93
4. MIN. ALT: WASON 6000, CALLS 5200*, RIVIL 4500", PARCS INTiTUS 4.74 DME  3500* *LOC ONLY

5. DIST T O  THLD F R O M  OM: 4.93 M M : 0.63 IM: - 150 HAT: - 100 HAT: - GS ANT: 936

6. MIN GS INCPT: 5200 GS ALT  AT: CALLS 5025 OM: 4223 MM: 2832 IM: -
7. GS ANGLE: 3.00 TCH: 55
8. MSA F R O M : TUS VORTAC 240-330 5800,  330 - 240 10500 MAG VAR:  12E EPOCH YEAR: 1995

MINIMUMS

TAKEOFF: 1 1 STANDARD 1 X 1 SEE FAA FORM 8260-15  FOR THIS AIRPORT ALTERNATE: N A 1 1 ILS: STANDARD@ LOC: STANDARD#

CATEGORY =====> A B C D E

DH/ MDA VIS HATIHAA DH/ M D A VIS HATIHAA DHI M D A VIS HATIHAA  DHI  MDA VIS HATIHAA  DH/  MDA VIS HAT/ HAA
5-ILS IIL 2796 l/2 200 2796 l/2 200 2796 II2 200 2796 II2 200 2796 II2 200
s-LOC 11L 2860 l/2 264 2860 l/2 264 2860 l/2 264 2860 314 264 2660 314 264
21 RCLING 3100 1 459 3100 1 459 3160 1 l/2 519 3200 559 3740 3 1099

\IOTES:
4DF OR DME REQUIRED @CAT E 1100-3

# CAT E 1100-3
Few-MAISR, IliCKUECP3CSDANDES-UX3VISkMILE.

CITY AND STATE ELEVATION: 2641 TDZE: 2596 FACILITY PROCEDURE NO. / AMDT  NO. / EFFECTIVE DATE: Sup.
AIRPORT NAME: IDENTIFIER:

.
2OJUN% AMDT: 11

TUCSON, AZ TUCSON INTL I-TUS ILS RWY llL, AMDT 12

FAA FORM 8260 - 3 / February 1995 (computer generated) PAGE OF PAGES



U. S. Department of ILS - STANDARD
.

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

Transportation INSTRUMENTAPPROACH PROCEDURE except HAT, HAA, TCH, and RA.  Altitudes are minimum altitudes unless othenrvise  indicated. Ceilings

Federal Aviation FAR PART 97.29 are in feet above airport elevation. Distances are in nautical miles unless othewise  indicated, except
visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES I MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE ILS: AT THE DH. LOC: 4.93  MILES AFTER

RIVIL OM/INT OR AT TUS 2.38 DME FIX.

TUS VORTAC WASON INTffUS  12.74 DME’ 303.05/l  2.74 6500 CLIMB TO 6000 (CAT E 8000)  VIA TUS VORTAC, THEN VIA

WASON (IAF) CALLS INT/TUS 9.74 DME 123.02I3.00  (I-TUS) 5200 TUS R-270 TO TUS 12.8  DME/RYN  NDB AND HOLD.

CALLS RIVIL OM/INT/TlJS  7.31 DME 123.02/2.43  (I-TUS) 4500

ADDITIONAL FLIGHT DATA:
HOLD W, RT, 090 INBOUND.

FAS OBST: 2593 POLE 320802/1105738

1. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF WF)
2. HOLD NW WASON, INT/TUS 12.74 DME, RT, 123.02 INBOUND,6000  FT, IN LIEU OF PT (IAF).
3. FAC: 123.02 FAF: RIVIL OMlINTdIJS  7.31 DME DIST FAF TO MAP: 4.93 THLD: 4.93
4. MIN. ALT: WASON 6000, CALLS 5200*, RIVIL 4500", PARCS INTiTUS 4.74 DME  3500* *LOC ONLY

5. DIST T O  THLD F R O M  OM: 4.93 M M : 0.63 IM: - 150 HAT: - 100 HAT: - GS ANT: 936

6. MIN GS INCPT: 5200 GS ALT  AT: CALLS 5025 OM: 4223 MM: 2832  IM: -
7. GS ANGLE: 3.00 TCH: 55
8. MSA F R O M : TUS VORTAC 240-330 5800, 330 - 240 10500 MAG VAR:  12E EPOCH YEAR: 1995

MINIMUMS

TAKEOFF: 1 1 STANDARD 1 X 1 SEE FAA FORM 8260-15  FOR THIS AIRPORT ALTERNATE: N A 1 1 ILS: STANDARD@ LOC: STANDARD#

CATEGORY =====> A B C D E
DHI  MDA VIS HATIHAA DHI  MDA VIS HATIHAA DHI  MDA VIS HATIHAA  DHI  MDA VIS HATIHAA  DHI  MDA VIS HAT/  HAA

3-ILS IIL 2796 l/2 200 2796 II2 200 2796 II2 200 2796 II2 200 2796 II2 200
s-LOC 11L 2860 l/2 264 2860 l/2 264 2860 l/2 264 2860 314 264 2660 314 264
21 RCLING 3100 1 459 3100 1 459 3160 1 l/2 519 3200 559 3740 3 1099

\IOTES:
4DF OR DME REQUIRED @CAT E 1100-3

# CAT E 1100-3
Few-MAISR, IliCKUECP3CSDANDES-UX3VISkMILE.

CITY AND STATE ELEVATION: 2641 TDZE: 2596 FACILITY PROCEDURE NO. / AMDT  NO. / EFFECTIVE DATE: Sup.
AIRPORT NAME: IDENTIFIER:

.
2OJUN% AMDT: 11

TUCSON, AZ TUCSON INTL I-TUS ILS RWY llL, AMDT  12

FAA FORM 8260 - 3 / February 1995 (computer generated) PAGE OF PAGES



U. S. Department of ILS - STANDARD
.

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

Transportation INSTRUMENTAPPROACH PROCEDURE except HAT, HAA, TCH, and RA.  Altitudes are minimum altitudes unless othenrvise  indicated. Ceilings

Federal Aviation FAR PART 97.29 are in feet above airport elevation. Distances are in nautical miles unless othewise  indicated, except
visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES I MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE ILS: AT THE DH. LOC: 4.93  MILES AFTER

RIVIL OM/INT OR AT TUS 2.38 DME FIX.

TUS VORTAC WASON INTffUS  12.74 DME’ 303.05/l  2.74 6500 CLIMB TO 6000 (CAT E 8000)  VIA TUS VORTAC, THEN VIA

WASON (IAF) CALLS INT/TUS 9.74 DME 123.02I3.00  (I-TUS) 5200 TUS R-270 TO TUS 12.8  DME/RYN  NDB AND HOLD.

CALLS RIVIL OM/INT/TlJS  7.31 DME 123.02/2.43  (I-TUS) 4500

ADDITIONAL FLIGHT DATA:
HOLD W, RT, 090 INBOUND.

FAS OBST: 2593 POLE 320802/1105738

1. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF WF)
2. HOLD NW WASON, INT/TUS 12.74 DME, RT, 123.02 INBOUND,6000  FT, IN LIEU OF PT (IAF).
3. FAC: 123.02 FAF: RIVIL OMlINTdIJS  7.31 DME DIST FAF TO MAP: 4.93 THLD: 4.93
4. MIN. ALT: WASON 6000, CALLS 5200*, RIVIL 4500", PARCS INTiTUS 4.74 DME  3500* *LOC ONLY

5. DIST T O  THLD F R O M  OM: 4.93 M M : 0.63 IM: - 150 HAT: - 100 HAT: - GS ANT: 936

6. MIN GS INCPT: 5200 GS ALT AT: CALLS 5025 OM: 4223 MM: 2832 IM: -
7. GS ANGLE: 3.00 TCH: 55
8. MSA F R O M : TUS VORTAC 240-330 5800, 330 - 240 10500 MAG VAR:  12E EPOCH YEAR: 1995

MINIMUMS

TAKEOFF: 1 1 STANDARD 1 X 1 SEE FAA FORM 8260-15  FOR THIS AIRPORT ALTERNATE: N A 1 1 ILS: STANDARD@ LOC: STANDARD#

CATEGORY =====> A B C D E
DHI  MDA VIS HATIHAA DHI  MDA VIS HATIHAA DHI  MDA VIS HATIHAA  DHI  MDA VIS HATIHAA  DHI  MDA VIS HATIHAA

3-ILS IIL 2796 l/2 200 2796 II2 200 2796 II2 200 2796 II2 200 2796 II2 200
s-LOC 11L 2860 l/2 264 2860 l/2 264 2860 l/2 264 2860 314 264 2660 314 264
21 RCLING 3100 1 459 3100 1 459 3160 1 l/2 519 3200 559 3740 3 1099

\IOTES:
4DF OR DME REQUIRED @CAT E 1100-3

# CAT E 1100-3
Few-MAISR, IliCKUECP3CSDANDES-UX3VISkMILE.

CITY AND STATE ELEVATION: 2641 TDZE: 2596 FACILITY PROCEDURE NO. / AMDT  NO. / EFFECTIVE DATE: Sup.
AIRPORT NAME: IDENTIFIER:

.
2OJUN% AMDT: 11

TUCSON, AZ TUCSON INTL I-TUS ILS RWY llL, AMDT  12

FAA FORM 8260 - 3 / February 1995 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, ‘and radials are magnetic. Elevations and altitudes are in feet,

GPS RNAV STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless othennrise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97. 33 othewise  indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH

FROM T O COURSE AND DISTANCE ALTITUDE MAP: JEDKU WP

ECUFE WP (IAF) AHJUN WP 355.52l5.00 2000
CLIMBING RIGHT TURN TO 4000 DIRECT OCNOP WP AND
HOLD

OCNOP WP (IAF) AHJUN WP 295.12J7.05 2000

CUBDU WP (IAF) AHJUN WP 094.7019.62 2000

AHJUN WP NUTWY WP 004.73/5.00 1600
ADDITIONAL FLIGHT DATA:

HOLD NE, RT, 203 INBOUND
FAS OBST: 140 TREES 310315/0812515
CHART 348 TOWER 3101111812557

1. PT NA SIDE OF COURSE OUTBOUND m WITHIN MILES OF ww
2. PROFILE STARTS AT AHJUN WP
3. FAC 359.42 FAF NUTWY WP DIST FAF TO MAP - THLD 5.00
4. MIN. ALT AHJUN WP 2000,  NUTWY WP 1600, 2.00 ATD FROM JEDKU WP 600

!3. MSA FROM: JEDKU WP 2600 MAG VAR: SW EPOCH YEAR: 95
MINIMUMS

TAKEOFF: 1 X 1 STANDARD 1 1 SEE FAA FORM 826045 FOR THIS AIRPORT ALTERNATE: N A 1 X 1
CATEGORY - - - - -- - - - - > A B C D E

MDA VIS HATIHAA MDA VIS H A T /  HAA M D A VIS H A T /  HAA M D A VIS H A T /  HAA M D A VIS HATi HAA
S-36 400 1 388 400 1 388 NA NA
CIRCLING 440 1 428 480 1 468 NA NA

NOTES:
USE BRUNSWICK/MALCOLM MCKINNON  ALTIMETER SETTING

CITY AND STATE ELEVATION: 12 TDZE: 12 FACILITY PROCEDURE NO. /AMDT NO./ EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 2OJUN%

AMDT NONE

JEKYLL ISLAND, GA JEKYLL ISLAND GPS GPS RWY 36, ORIGINAL DATE

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, ‘and radials are magnetic. Elevations and altitudes are in feet,

GPS RNAV STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless othennrise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97. 33 othewise  indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH

FROM T O COURSE AND DISTANCE ALTITUDE MAP: JEDKU WP

ECUFE WP (IAF) AHJUN WP 355.52l5.00 2000
CLIMBING RIGHT TURN TO 4000 DIRECT OCNOP WP AND
HOLD

OCNOP WP (IAF) AHJUN WP 295.12J7.05 2000

CUBDU WP (IAF) AHJUN WP 094.7019.62 2000

AHJUN WP NUTWY WP 004.73/5.00 IWO
ADDITIONAL FLIGHT DATA:

HOLD NE, RT, 203 INBOUND
FAS OBST: 140 TREES 310315/0812515
CHART 348 TOWER 3101111812557

1. PT NA SIDE OF COURSE OUTBOUND m WITHIN MILES OF ww
2. PROFILE STARTS AT AHJUN WP
3. FAC 359.42 FAF NUTWY WP DIST FAF TO MAP - THLD 5.00
4. MIN. ALT AHJUN WP 2000,  NUTWY WP 1600, 2.00 ATD FROM JEDKU WP 600

!3. MSA FROM: JEDKU WP 2600 MAG VAR: SW EPOCH YEAR: 95
MINIMUMS

TAKEOFF: 1 X [ STANDARD 1 1 SEE FAA FORM 8260-15 FOR THIS AIRPORT ALTERNATE: N A 1 X 1
CATEGORY - - - - -- - - - - > A B C D E

MDA VIS HATIHAA MDA VIS H A T /  HAA M D A VIS H A T /  HAA M D A VIS H A T /  HAA M D A VIS HATi HAA
S-36 400 1 388 400 1 388 NA NA
CIRCLING 440 1 428 480 1 468 NA NA

NOTES:
USE BRUNSWICK/MALCOLM MCKINNON  ALTIMETER SETTING

CITY AND STATE ELEVATION: 12 TDZE: 12 FACILITY PROCEDURE NO. /AMDT NO./ EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 2OJUN%

AMDT NONE

JEKYLL ISLAND, GA JEKYLL ISLAND GPS GPS RWY 36, ORIGINAL DATE

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, ‘and radials are magnetic. Elevations and altitudes are in feet,

GPS RNAV STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless othennrise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97. 33 othewise  indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH

FROM T O COURSE AND DISTANCE ALTITUDE MAP: JEDKU WP

ECUFE WP (IAF) AHJUN WP 355.52l5.00 2000
CLIMBING RIGHT TURN TO 4000 DIRECT OCNOP WP AND
HOLD

OCNOP WP (IAF) AHJUN WP 295.12J7.05 2000

CUBDU WP (IAF) AHJUN WP 094.7019.62 2000

AHJUN WP NUTWY WP 004.73/5.00 IWO
ADDITIONAL FLIGHT DATA:

HOLD NE, RT, 203 INBOUND
FAS OBST: 140 TREES 310315/0812515
CHART 348 TOWER 3101111812557

1. PT NA SIDE OF COURSE OUTBOUND m WITHIN MILES OF ww
2. PROFILE STARTS AT AHJUN WP
3. FAC 359.42 FAF NUTWY WP DIST FAF TO MAP - THLD 5.00
4. MIN. ALT AHJUN WP 2000,  NUTWY WP 1600, 2.00 ATD FROM JEDKU WP 600

!3. MSA FROM: JEDKU WP 2600 MAG VAR: SW EPOCH YEAR: 95
MINIMUMS

TAKEOFF: 1 X 1 STANDARD 1 1 SEE FAA FORM 8260-15 FOR THIS AIRPORT ALTERNATE: N A 1 X 1
CATEGORY - - - - -- - - - - > A B C D E

MDA VIS HATIHAA MDA VIS H A T /  HAA M D A VIS H A T /  HAA M D A VIS H A T /  HAA M D A VIS HATi HAA
S-36 400 1 388 400 1 388 NA NA
CIRCLING 440 1 428 480 1 468 NA NA

NOTES:
USE BRUNSWICK/MALCOLM MCKINNON  ALTIMETER SETTING

CITY AND STATE ELEVATION: 12 TDZE: 12 FACILITY PROCEDURE NO. /AMDT NO./ EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 2OJUN%

AMDT NONE

JEKYLL ISLAND, GA JEKYLL ISLAND GPS GPS RWY 36, ORIGINAL DATE

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, ‘and radials are magnetic. Elevations and altitudes are in feet,

GPS RNAV STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless othennrise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97. 33 othewise  indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH

FROM T O COURSE AND DISTANCE ALTITUDE MAP: JEDKU WP

ECUFE WP (IAF) AHJUN WP 355.52l5.00 2000
CLIMBING RIGHT TURN TO 4000 DIRECT OCNOP WP AND
HOLD

OCNOP WP (IAF) AHJUN WP 295.12J7.05 2000

CUBDU WP (IAF) AHJUN WP 094.7019.62 2000

AHJUN WP NUTWY WP 004.73/5.00 IWO
ADDITIONAL FLIGHT DATA:

HOLD NE, RT, 203 INBOUND
FAS OBST: 140 TREES 310315/0812515
CHART 348 TOWER 3101111812557

1. PT NA SIDE OF COURSE OUTBOUND m WITHIN MILES OF ww
2. PROFILE STARTS AT AHJUN WP
3. FAC 359.42 FAF NUTWY WP DIST FAF TO MAP - THLD 5.00
4. MIN. ALT AHJUN WP 2000,  NUTWY WP 1600, 2.00 ATD FROM JEDKU WP 600

!3. MSA FROM: JEDKU WP 2600 MAG VAR: SW EPOCH YEAR: 95
MINIMUMS

TAKEOFF: 1 X 1 STANDARD 1 1 SEE FAA FORM 8260-15 FOR THIS AIRPORT ALTERNATE: N A 1 X 1
CATEGORY - - - - -- - - - - > A B C D E

MDA VIS HATIHAA MDA VIS H A T /  HAA M D A VIS H A T /  HAA M D A VIS H A T /  HAA M D A VIS HAT/ HAA
S-36 400 1 388 400 1 388 NA NA
CIRCLING 440 1 428 480 1 468 NA NA

NOTES:
USE BRUNSWICK/MALCOLM MCKINNON  ALTIMETER SETTING

CITY AND STATE ELEVATION: 12 TDZE: 12 FACILITY PROCEDURE NO. /AMDT NO./ EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 2OJUN%

AMDT NONE

JEKYLL ISLAND, GA JEKYLL ISLAND GPS GPS RWY 36, ORIGINAL DATE

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, ‘and radials are magnetic. Elevations and altitudes are in feet,

GPS RNAV STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless othennrise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97. 33 othewise  indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH

FROM T O COURSE AND DISTANCE ALTITUDE MAP: JEDKU WP

ECUFE WP (IAF) AHJUN WP 355.52l5.00 2000
CLIMBING RIGHT TURN TO 4000 DIRECT OCNOP WP AND
HOLD

OCNOP WP (IAF) AHJUN WP 295.12J7.05 2000

CUBDU WP (IAF) AHJUN WP 094.7Oi9.62 2000

AHJUN WP NUTWY WP 004.73/5.00 IWO
ADDITIONAL FLIGHT DATA:

HOLD NE, RT, 203 INBOUND
FAS OBST: 140 TREES 310315/0812515
CHART 348 TOWER 3101111812557

1. PT NA SIDE OF COURSE OUTBOUND m WITHIN MILES OF ww
2. PROFILE STARTS AT AHJUN WP
3. FAC 359.42 FAF NUTWY WP DIST FAF TO MAP - THLD 5.00
4. MIN. ALT AHJUN WP 2000,  NUTWY WP IWO, 2.00 ATD FROM JEDKU WP 600

!3. MSA FROM: JEDKU WP 2600 MAG VAR: SW EPOCH YEAR: 95
MINIMUMS

TAKEOFF: 1 X 1 STANDARD 1 1 SEE FAA FORM 8260-15 FOR THIS AIRPORT ALTERNATE: N A 1 X 1
CATEGORY - - - - -- - - - - > A B C D E

MDA VIS HATiHAA MDA VIS H A T /  HAA M D A VIS H A T /  HAA M D A VIS HAT/ HAA M D A VIS HAT/ HAA
S-36 400 1 388 400 1 388 NA NA
CIRCLING 440 1 428 480 1 468 NA NA

NOTES:
USE BRUNSWICK/MALCOLM MCKINNON  ALTIMETER SETTING

CITY AND STATE ELEVATION: 12 TDZE: 12 FACILITY PROCEDURE NO. /AMDT NO./ EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 2OJUN%

AMDT NONE

JEKYLL ISLAND, GA JEKYLL ISLAND GPS GPS RWY 36, ORIGINAL DATE

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, ‘and radials are magnetic. Elevations and altitudes are in feet,

GPS RNAV STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless othennrise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97. 33 othewise  indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH

FROM T O COURSE AND DISTANCE ALTITUDE MAP: JEDKU WP

ECUFE WP (IAF) AHJUN WP 355.52l5.00 2000
CLIMBING RIGHT TURN TO 4000 DIRECT OCNOP WP AND
HOLD

OCNOP WP (IAF) AHJUN WP 295.12J7.05 2000

CUBDU WP (IAF) AHJUN WP 094.7Oi9.62 2000

AHJUN WP NUTWY WP 004.73/5.00 IWO
ADDITIONAL FLIGHT DATA:

HOLD NE, RT, 203 INBOUND
FAS OBST: 140 TREES 310315/0812515
CHART 348 TOWER 3101111812557

1. PT NA SIDE OF COURSE OUTBOUND m WITHIN MILES OF ww
2. PROFILE STARTS AT AHJUN WP
3. FAC 359.42 FAF NUTWY WP DIST FAF TO MAP - THLD 5.00
4. MIN. ALT AHJUN WP 2000,  NUTWY WP IWO, 2.00 ATD FROM JEDKU WP 600
!3. MSA FROM: JEDKU WP 2600 MAG VAR: SW EPOCH YEAR: 95

MINIMUMS

TAKEOFF: 1 X 1 STANDARD 1 1 SEE FAA FORM 8260-15 FOR THIS AIRPORT ALTERNATE: N A 1 X 1
CATEGORY - - - - -- - - - - > A B C D E

MDA VIS HATiHAA MDA VIS H A T /  HAA M D A VIS H A T /  HAA M D A VIS HAT/ HAA M D A VIS HAT/ HAA
S-36 400 1 388 400 1 388 NA NA
CIRCLING 440 1 428 480 1 468 NA NA

NOTES:
USE BRUNSWICK/MALCOLM MCKINNON  ALTIMETER SETTING

CITY AND STATE ELEVATION: 12 TDZE: 12 FACILITY PROCEDURE NO. /AMDT NO./ EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 2OJUN%

AMDT NONE

JEKYLL ISLAND, GA JEKYLL ISLAND GPS GPS RWY 36, ORIGINAL DATE

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES



DOT/FAA IAPA FORM 8260-S NDB STANDARD INSTRUMENT APPROACH PROCEDURE FAR 97.27 Page 1 of 1

AIRPORT:BRAINERD-CROW  WING CO REGIONAL CITY:BRAINERD STATE:MN APT ELEV:1226
SIAP:NDB OR GPS RWY 23 AMDT:5 EFFECTIVE DATEv
SUP:NDB OR GPS RWY 23 AMDT:4 EFFECTIVE DATE:O$%$!3%

RUNWAY:R23 TDZ ELEV:1224 . FACILITY:BR LOM FAC ELEV:1259 FAC VAFUATIONr-3 YEAR:1995

FROM TO COURSE DISTANCE ALTITUDE

FEEDER
BRD VORTAC BR LOM 358.26 6.50 3000
--------------------_______I____________-------------------------------------------------------------------------------------------

FEEDER
HUUTR BR LOM 138.51 19.64 3000
-----------------------------------------------------------------------------------------------------------------------------------

HOLDING IN LIEU OF FT
IAF BR LOM # HOLD NE, RIGHT TURN, 231.25 INBOUND, 3000
-----------------------------------------------------------------------------------------------------------------------------------

FAC:231.25 FAF:BR LOM
MIN ALT:BR LOM,3000  ,;MLTON INT ,188O .

DIST FAF TO: MAP:5.27 THLD:5.27 DIST SDF TO: MAP:2.34 THLD:

MAP:5.27 MILES AFTER BR LOM
MISSED APPROACH:

CLIMB TO 3000 THEN RIGHT TURN DIRECT BR LOM AND HOLD

MA HOLDING: HOLD NE, RIGHT TURN, 231.25 INBOUND

MSA: FROM BR LOM , WITHIN 25.00 , 3100

MINIMUMS A B C D E
DH/MDA VIS. HAT/m DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/W

S-R23 1880 .75 656 1880 .75 656 1880 1.25 656 1880 1.75 656 N/A
CIRCLING 1880 1 654 1880 1 654 1880 1.75 654 1880 2 654 N/A

MLTON INT MINIMUMS
S-R23 1720 .75 496. 1720 .75 496 1720 .75 496 1720 1.25 496 N/A
CIRCLING 1760 1 534 1760 1 534 1760 1.5 534 1780 2 554 N/A
----------------------------------------------------------------------------------------------------------------------------------

TAKEOFF MINIMUMS:STANDARD

ALTERNATE MINIMUMS:NA

NOTES:

ADDITIONAL FLIGHT DATA:
FAS OBST: 1292 TREE 462411/940722

BEARINGS, HEADINGS, COURSES AND RADIALS ARE MAGNETIC. ELEVATIONS AND ALTITUDES ARE IN FEET, MSL, EXCEPT HAT, HAA, AND RA.
ALTITUDES ARE MINIMUM ALTITUDES UNLESS OTHERWISE INDICATED. CEILINGS ARE IN FEET ABOVE AIRPORT ELEVATION.
DISTANCES ARE IN NAUTICAL MILES UNLESS OTHERWISE INDICATED, EXCEKT VISIBILITIES WHICH ARE IN STATUTE MILES OR IN FEET RVR.



DOT/FAA IAPA FORM 8260-S NDB STANDARD INSTRUMENT APPROACH PROCEDURE FAR 97.27 Page 1 of 1

AIRPORT:BRAINERD-CROW  WING CO REGIONAL CITY:BRAINERD STATE:MN APT ELEV:1226
SIAP:NDB OR GPS RWY 23 AMDT:5 EFFECTIVE DATEv
SUP:NDB OR GPS RWY 23 AMDT:4 EFFECTIVE DATE:O$%$!3%

RUNWAY:R23 TDZ ELEV:1224 . FACILITY:BR LOM FAC ELEV:1259 FAC VAFUATIONr-3 YEAR:1995

FROM TO COURSE DISTANCE ALTITUDE

FEEDER
BRD VORTAC BR LOM 358.26 6.50 3000
--------------------_______I____________-------------------------------------------------------------------------------------------

FEEDER
HUUTR BR LOM 138.51 19.64 3000
-----------------------------------------------------------------------------------------------------------------------------------

HOLDING IN LIEU OF FT
IAF BR LOM # HOLD NE, RIGHT TURN, 231.25 INBOUND, 3000
-----------------------------------------------------------------------------------------------------------------------------------

FAC:231.25 FAF:BR LOM
MIN ALT:BR LOM,3000  ,;MLTON INT ,188O .

DIST FAF TO: MAP:5.27 THLD:5.27 DIST SDF TO: MAP:2.34 THLD:

MAP:5.27 MILES AFTER BR LOM
MISSED APPROACH:

CLIMB TO 3000 THEN RIGHT TURN DIRECT BR LOM AND HOLD

MA HOLDING: HOLD NE, RIGHT TURN, 231.25 INBOUND

MSA: FROM BR LOM , WITHIN 25.00 , 3100

MINIMUMS A B C D E
DH/MDA VIS. HAT/m DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/W

S-R23 1880 .75 656 1880 .75 656 1880 1.25 656 1880 1.75 656 N/A
CIRCLING 1880 1 654 1880 1 654 1880 1.75 654 1880 2 654 N/A

MLTON INT MINIMUMS
S-R23 1720 .75 496. 1720 .75 496 1720 .75 496 1720 1.25 496 N/A
CIRCLING 1760 1 534 1760 1 534 1760 1.5 534 1780 2 554 N/A
----------------------------------------------------------------------------------------------------------------------------------

TAKEOFF MINIMUMS:STANDARD

ALTERNATE MINIMUMS:NA

NOTES:

ADDITIONAL FLIGHT DATA:
FAS OBST: 1292 TREE 462411/940722

BEARINGS, HEADINGS, COURSES AND RADIALS ARE MAGNETIC. ELEVATIONS AND ALTITUDES ARE IN FEET, MSL, EXCEPT HAT, HAA, AND RA.
ALTITUDES ARE MINIMUM ALTITUDES UNLESS OTHERWISE INDICATED. CEILINGS ARE IN FEET ABOVE AIRPORT ELEVATION.
DISTANCES ARE IN NAUTICAL MILES UNLESS OTHERWISE INDICATED, EXCEKT VISIBILITIES WHICH ARE IN STATUTE MILES OR IN FEET RVR.



DOT/FAA IAPA FORM 8260-S NDB STANDARD INSTRUMENT APPROACH PROCEDURE FAR 97.27 Page 1 of 1

AIRPORT:BRAINERD-CROW  WING CO REGIONAL CITY:BRAINERD STATE:MN APT ELEV:1226
SIAP:NDB OR GPS RWY 23 AMDT:5 EFFECTIVE DATEv
SUP:NDB OR GPS RWY 23 AMDT:4 EFFECTIVE DATE:0$%$!3%

RUNWAY:R23 TDZ ELEV:1224 . FACILITY:BR LOM FAC ELEV:1259 FAC VARIATION:-3 YEAR:1995

FROM TO COURSE DISTANCE ALTITUDE

FEEDER
BRD VORTAC BR LOM 358.26 6.50 3000
--------------------_______I____________-------------------------------------------------------------------------------------------

FEEDER
HUUTR BR LOM 138.51 19.64 3000
-----------------------------------------------------------------------------------------------------------------------------------

HOLDING IN LIEU OF FT
IAF BR LOM # HOLD NE, RIGHT TURN, 231.25 INBOUND, 3000
-----------------------------------------------------------------------------------------------------------------------------------

FAC:231.25 FAF:BR LOM
MIN ALT:BR LOM,3000  ,;MLTON INT ,188O .

DIST FAF TO: MAP:5.27 THLD:5.27 DIST SDF TO: MAP:2.34 THLD:

MAP:5.27 MILES AFTER BR LOM
MISSED APPROACH:

CLIMB TO 3000 THEN RIGHT TURN DIRECT BR LOM AND HOLD

MA HOLDING: HOLD NE, RIGHT TURN, 231.25 INBOUND

MSA: FROM BR LOM , WITHIN 25.00 , 3100

MINIMUMS A B C D E
DH/MDA VIS. HAT/m DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/m

S-R23 1880 .75 656 1880 .75 656 1880 1.25 656 1880 1.75 656 N/A
CIRCLING 1880 1 654 1880 1 654 1880 1.75 654 1880 2 654 N/A

MLTON INT MINIMUMS
S-R23 1720 .75 496. 1720 .75 496 1720 .75 496 1720 1.25 496 N/A
CIRCLING 1760 1 534 1760 1 534 1760 1.5 534 1780 2 554 N/A
----------------------------------------------------------------------------------------------------------------------------------

TAKEOFF MINIMUMS:STANDARD

ALTERNATE MINIMUMS:NA

NOTES:

ADDITIONAL FLIGHT DATA:
FAS OBST: 1292 TREE 462411/940722

BEARINGS, HEADINGS, COURSES AND RADIALS ARE MAGNETIC. ELEVATIONS AND ALTITUDES ARE IN FEET, MSL, EXCEPT HAT, HAA, AND RA.
ALTITUDES ARE MINIMUM ALTITUDES UNLESS OTHERWISE INDICATED. CEILINGS ARE IN FEET ABOVE AIRPORT ELEVATION.
DISTANCES ARE IN NAUTICAL MILES UNLESS OTHERWISE INDICATED, EXCEKT VISIBILITIES WHICH ARE IN STATUTE MILES OR IN FEET RVR.



DOT/FAA IAPA FORM 8260-S NDB STANDARD INSTRUMENT APPROACH PROCEDURE FAR 97.27 Page 1 of 1

AIRPORT:BRAINERD-CROW  WING CO REGIONAL CITY:BRAINERD STATE:MN APT ELEV:1226
SIAP:NDB OR GPS RWY 23 AMDT:5 EFFECTIVE DATEv
SUP:NDB OR GPS RWY 23 AMDT:4 EFFECTIVE DATE:0$%$!3%

RUNWAY:R23 TDZ ELEV:1224 . FACILITY:BR LOM FAC ELEV:1259 FAC VARIATION:-3 YEAR:1995

FROM TO COURSE DISTANCE ALTITUDE

FEEDER
BRD VORTAC BR LOM 358.26 6.50 3000
--------------------_______I____________-------------------------------------------------------------------------------------------

FEEDER
HUUTR BR LOM 138.51 19.64 3000
-----------------------------------------------------------------------------------------------------------------------------------

HOLDING IN LIEU OF FT
IAF BR LOM # HOLD NE, RIGHT TURN, 231.25 INBOUND, 3000
-----------------------------------------------------------------------------------------------------------------------------------

FAC:231.25 FAF:BR LOM
MIN ALT:BR LOM,3000  ,;MLTON INT ,188O .

DIST FAF TO: MAP:5.27 THLD:5.27 DIST SDF TO: MAP:2.34 THLD:

MAP:5.27 MILES AFTER BR LOM
MISSED APPROACH:

CLIMB TO 3000 THEN RIGHT TURN DIRECT BR LOM AND HOLD

MA HOLDING: HOLD NE, RIGHT TURN, 231.25 INBOUND

MSA: FROM BR LOM , WITHIN 25.00 , 3100

MINIMUMS A B C D E
DH/MDA VIS. HAT/m DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/m

S-R23 1880 .75 656 1880 .75 656 1880 1.25 656 1880 1.75 656 N/A
CIRCLING 1880 1 654 1880 1 654 1880 1.75 654 1880 2 654 N/A

MLTON INT MINIMUMS
S-R23 1720 .75 496. 1720 .75 496 1720 .75 496 1720 1.25 496 N/A
CIRCLING 1760 1 534 1760 1 534 1760 1.5 534 1780 2 554 N/A
----------------------------------------------------------------------------------------------------------------------------------

TAKEOFF MINIMUMS:STANDARD

ALTERNATE MINIMUMS:NA

NOTES:

ADDITIONAL FLIGHT DATA:
FAS OBST: 1292 TREE 462411/940722

BEARINGS, HEADINGS, COURSES AND RADIALS ARE MAGNETIC. ELEVATIONS AND ALTITUDES ARE IN FEET, MSL, EXCEPT HAT, HAA, AND RA.
ALTITUDES ARE MINIMUM ALTITUDES UNLESS OTHERWISE INDICATED. CEILINGS ARE IN FEET ABOVE AIRPORT ELEVATION.
DISTANCES ARE IN NAUTICAL MILES UNLESS OTHERWISE INDICATED, EXCEKT VISIBILITIES WHICH ARE IN STATUTE MILES OR IN FEET RVR.



DOT/FAA IAPA FORM 8260-S NDB STANDARD INSTRUMENT APPROACH PROCEDURE FAR 97.27 Page 1 of 1

AIRPORT:BRAINERD-CROW  WING CO REGIONAL CITY:BRAINERD STATE:MN APT ELEV:1226
SIAP:NDB OR GPS RWY 23 AMDT:5 EFFECTIVE DATEv
SUP:NDB OR GPS RWY 23 AMDT:4 EFFECTIVE DATE:0$%$!3%

RUNWAY:R23 TDZ ELEV:1224 . FACILITY:BR LOM FAC ELEV:1259 FAC VARIATION:-3 YEAR:1995

FROM TO COURSE DISTANCE ALTITUDE

FEEDER
BRD VORTAC BR LOM 358.26 6.50 3000
--------------------_______I____________-------------------------------------------------------------------------------------------

FEEDER
HUUTR BR LOM 138.51 19.64 3000
-----------------------------------------------------------------------------------------------------------------------------------

HOLDING IN LIEU OF FT
IAF BR LOM # HOLD NE, RIGHT TURN, 231.25 INBOUND, 3000
-----------------------------------------------------------------------------------------------------------------------------------

FAC:231.25 FAF:BR LOM
MIN ALT:BR LOM,3000  ,;MLTON INT ,188O .

DIST FAF TO: MAP:5.27 THLD:5.27 DIST SDF TO: MAP:2.34 THLD:

MAP:5.27 MILES AFTER BR LOM
MISSED APPROACH:

CLIMB TO 3000 THEN RIGHT TURN DIRECT BR LOM AND HOLD

MA HOLDING: HOLD NE, RIGHT TURN, 231.25 INBOUND

MSA: FROM BR LOM , WITHIN 25.00 , 3100

MINIMUMS A B C D E
DH/MDA VIS. HAT/m DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/m

S-R23 1880 .75 656 1880 .75 656 1880 1.25 656 1880 1.75 656 N/A
CIRCLING 1880 1 654 1880 1 654 1880 1.75 654 1880 2 654 N/A

MLTON INT MINIMUMS
S-R23 1720 .75 496. 1720 .75 496 1720 .75 496 1720 1.25 496 N/A
CIRCLING 1760 1 534 1760 1 534 1760 1.5 534 1780 2 554 N/A
----------------------------------------------------------------------------------------------------------------------------------

TAKEOFF MINIMUMS:STANDARD

ALTERNATE MINIMUMS:NA

NOTES:

ADDITIONAL FLIGHT DATA:
FAS OBST: 1292 TREE 462411/940722

BEARINGS, HEADINGS, COURSES AND RADIALS ARE MAGNETIC. ELEVATIONS AND ALTITUDES ARE IN FEET, MSL, EXCEPT HAT, HAA, AND RA.
ALTITUDES ARE MINIMUM ALTITUDES UNLESS OTHERWISE INDICATED. CEILINGS ARE IN FEET ABOVE AIRPORT ELEVATION.
DISTANCES ARE IN NAUTICAL MILES UNLESS OTHERWISE INDICATED, EXCEKT VISIBILITIES WHICH ARE IN STATUTE MILES OR IN FEET RVR.



DOT/FAA IAPA FORM 8260-S NDB STANDARD INSTRUMENT APPROACH PROCEDURE FAR 97.27 Page 1 of 1

AIRPORT:BRAINERD-CROW  WING CO REGIONAL CITY:BRAINERD STATE:MN APT ELEV:1226
SIAP:NDB OR GPS RWY 23 AMDT:5 EFFECTIVE DATEv
SUP:NDB OR GPS RWY 23 AMDT:4 EFFECTIVE DATE:0$%$!3%

RUNWAY:R23 TDZ ELEV:1224 . FACILITY:BR LOM FAC ELEV:1259 FAC VARIATION:-3 YEAR:1995

FROM TO COURSE DISTANCE ALTITUDE

FEEDER
BRD VORTAC BR LOM 358.26 6.50 3000
--------------------_______I____________-------------------------------------------------------------------------------------------

FEEDER
HUUTR BR LOM 138.51 19.64 3000
-----------------------------------------------------------------------------------------------------------------------------------

HOLDING IN LIEU OF FT
IAF BR LOM # HOLD NE, RIGHT TURN, 231.25 INBOUND, 3000
-----------------------------------------------------------------------------------------------------------------------------------

FAC:231.25 FAF:BR LOM
MIN ALT:BR LOM,3000  ,;MLTON INT ,188O .

DIST FAF TO: MAP:5.27 THLD:5.27 DIST SDF TO: MAP:2.34 THLD:

MAP:5.27 MILES AFTER BR LOM
MISSED APPROACH:

CLIMB TO 3000 THEN RIGHT TURN DIRECT BR LOM AND HOLD

MA HOLDING: HOLD NE, RIGHT TURN, 231.25 INBOUND

MSA: FROM BR LOM , WITHIN 25.00 , 3100

MINIMUMS A B C D E
DH/MDA VIS. HAT/m DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/m

S-R23 1880 .75 656 1880 .75 656 1880 1.25 656 1880 1.75 656 N/A
CIRCLING 1880 1 654 1880 1 654 1880 1.75 654 1880 2 654 N/A

MLTON INT MINIMUMS
S-R23 1720 .75 496. 1720 .75 496 1720 .75 496 1720 1.25 496 N/A
CIRCLING 1760 1 534 1760 1 534 1760 1.5 534 1780 2 554 N/A
----------------------------------------------------------------------------------------------------------------------------------

TAKEOFF MINIMUMS:STANDARD

ALTERNATE MINIMUMS:NA

NOTES:

ADDITIONAL FLIGHT DATA:
FAS OBST: 1292 TREE 462411/940722

BEARINGS, HEADINGS, COURSES AND RADIALS ARE MAGNETIC. ELEVATIONS AND ALTITUDES ARE IN FEET, MSL, EXCEPT HAT, HAA, AND RA.
ALTITUDES ARE MINIMUM ALTITUDES UNLESS OTHERWISE INDICATED. CEILINGS ARE IN FEET ABOVE AIRPORT ELEVATION.
DISTANCES ARE IN NAUTICAL MILES UNLESS OTHERWISE INDICATED, EXCEKT VISIBILITIES WHICH ARE IN STATUTE MILES OR IN FEET RVR.



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

NDB STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH, and RA.  Altitudes are minimum altitudes unless otherwise

FLIGHT STANDARDS SERVICE - FAR PART 97.  27
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless
otherwise indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP:

ADDITIONAL FLIGHT DATA:

I. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF ww
2-.
3. FAC FAF DIST  FAF TO MAP THLD
i. MIN. ALT
3. MSA  FROM: MAG VAR: EPOCH YEAR:

MINIMUMS
TAKEOFF: 1 1 STANDARD 1 1 SEE FAA FORM 8260-w  FOR THIS  AIRPORT ALTERNATE: N A 1 1
CATEGORY ----->- - - - - A B C D E

MDA VIS HAT/HAA MDA VIS H A T /  HAA M D A VIS H A T /  HAA M D A VIS HAT/  HAA MDA VIS HATI  HAA

‘JOTES:

PROCEDURE CANCELED EFFECTIVE
20 .nm 96

.

JTY AND STATE

SOUTHPORT, NC
-- - ~-

ELEVATION: 25 TDZE: FACILITY
AIRPORT IDENTIFIER:

BRUNSWICK COUNTY SUT

PROCEDURE NO. / AMDT  NO. / EFFECTIVE DATE: sup

AMDT
30 DEC 94

NDB or GPS-A, AMDT 38 DATE

- -  m
NDB-A

3A

30 MAR 92

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

NDB STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH, and RA.  Altitudes are minimum altitudes unless otherwise

FLIGHT STANDARDS SERVICE - FAR PART 97.  27
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless
otherwise indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP:

ADDITIONAL FLIGHT DATA:

I. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF ww
2-.
3. FAC FAF DIST  FAF TO MAP THLD
i. MIN. ALT
3. MSA  FROM: MAG VAR: EPOCH YEAR:

MINIMUMS
TAKEOFF: 1 1 STANDARD 1 1 SEE FAA FORM 8260-w  FOR THIS  AIRPORT ALTERNATE: N A 1 1
CATEGORY ----->- - - - - A B C D E

MDA VIS HAT/HAA MDA VIS H A T /  HAA M D A VIS H A T /  HAA M D A VIS HAT/  HAA MDA VIS HATI  HAA

‘JOTES:

PROCEDURE CANCELED EFFECTIVE
20 .nm 96

.

JTY AND STATE

SOUTHPORT, NC
-- - ~-

ELEVATION: 25 TDZE: FACILITY
AIRPORT IDENTIFIER:

BRUNSWICK COUNTY SUT

PROCEDURE NO. / AMDT  NO. / EFFECTIVE DATE: sup

AMDT
30 DEC 94

NDB or GPS-A, AMDT 38 DATE

- -  m
NDB-A

3A

30 MAR 92

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

NDB STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH, and RA.  Altitudes are minimum altitudes unless otherwise

FLIGHT STANDARDS SERVICE - FAR PART 97.  27
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless
otherwise indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP:

ADDITIONAL FLIGHT DATA:

I. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF ww
2-.
3. FAC FAF DIST  FAF TO MAP THLD
i. MIN. ALT
3. MSA  FROM: MAG VAR: EPOCH YEAR:

MINIMUMS
TAKEOFF: 1 1 STANDARD 1 1 SEE FAA FORM 8260-w  FOR THIS  AIRPORT ALTERNATE: N A 1 1
CATEGORY ----->- - - - - A B C D E

MDA VIS HAT/HAA MDA VIS H A T /  HAA M D A VIS H A T /  HAA M D A VIS HAT/  HAA MDA VIS HATI  HAA

‘JOTES:

PROCEDURE CANCELED EFFECTIVE
20 .nm 96

.

JTY AND STATE

SOUTHPORT, NC
-- - ~-

ELEVATION: 25 TDZE: FACILITY
AIRPORT IDENTIFIER:

BRUNSWICK COUNTY SUT

PROCEDURE NO. / AMDT  NO. / EFFECTIVE DATE: sup

AMDT
30 DEC 94

NDB or GPS-A, AMDT 38 DATE

- -  m
NDB-A

3A

30 MAR 92

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

NDB STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH, and RA.  Altitudes are minimum altitudes unless otherwise

FLIGHT STANDARDS SERVICE - FAR PART 97.  27
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless
otherwise indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP:

ADDITIONAL FLIGHT DATA:

I. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF ww
2-.
3. FAC FAF DIST  FAF TO MAP THLD
i. MIN. ALT
3. MSA  FROM: MAG VAR: EPOCH YEAR:

MINIMUMS
TAKEOFF: 1 1 STANDARD 1 1 SEE FAA FORM 8260-w  FOR THIS  AIRPORT ALTERNATE: N A 1 1
CATEGORY ----->- - - - - A B C D E

MDA VIS HAT/HAA MDA VIS H A T /  HAA M D A VIS H A T /  HAA M D A VIS HAT/  HAA MDA VIS HATI  HAA

‘JOTES:

PROCEDURE CANCELED EFFECTIVE
20 .nm 96

.

JTY AND STATE

SOUTHPORT, NC
-- - ~-

ELEVATION: 25 TDZE: FACILITY
AIRPORT IDENTIFIER:

BRUNSWICK COUNTY SUT

PROCEDURE NO. / AMDT  NO. / EFFECTIVE DATE: sup

AMDT
30 DEC 94

NDB or GPS-A, AMDT 38 DATE

- -  m
NDB-A

3A

30 MAR 92

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

NDB STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH, and RA.  Altitudes are minimum altitudes unless otherwise

FLIGHT STANDARDS SERVICE - FAR PART 97.  27
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless
otherwise indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP:

ADDITIONAL FLIGHT DATA:

I. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF ww
2-.
3. FAC FAF DIST  FAF TO MAP THLD
i. MIN. ALT
3. MSA  FROM: MAG VAR: EPOCH YEAR:

MINIMUMS
TAKEOFF: 1 1 STANDARD 1 1 SEE FAA FORM 8260-15  FOR THIS  AIRPORT ALTERNATE: N A 1 1
CATEGORY ----->- - - - - A B C D E

MDA VIS HAT/HAA MDA VIS H A T /  HAA M D A VIS H A T /  HAA M D A VIS HAT/  HAA MDA VIS HATI  HAA

‘JOTES:

PROCEDURE CANCELED EFFECTIVE
20 JUN 96 .

JTY AND STATE

SOUTHPORT, NC
-- - ~-

ELEVATION: 25 TDZE: FACILITY
AIRPORT IDENTIFIER:

BRUNSWICK COUNTY SUT

PROCEDURE NO. / AMDT  NO. / EFFECTIVE DATE: sup

AMDT
30 DEC 94

NDB or GPS-A, AMDT 38 DATE

- -  m
NDB-A

3A

30 MAR 92

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

NDB STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH, and RA.  Altitudes are minimum altitudes unless otherwise

FLIGHT STANDARDS SERVICE - FAR PART 97.  27
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless
otherwise indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP:

ADDITIONAL FLIGHT DATA:

I. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF ww
2-.
3. FAC FAF DIST  FAF TO MAP THLD
i. MIN. ALT
3. MSA  FROM: MAG VAR: EPOCH YEAR:

MINIMUMS
TAKEOFF: 1 1 STANDARD 1 1 SEE FAA FORM 8260-15  FOR THIS  AIRPORT ALTERNATE: N A 1 1
CATEGORY ----->- - - - - A B C D E

MDA VIS HAT/HAA MDA VIS H A T /  HAA M D A VIS H A T /  HAA M D A VIS HAT/  HAA MDA VIS HATI  HAA

‘JOTES:

PROCEDURE CANCELED EFFECTIVE
20 JUN 96 .

JTY AND STATE

SOUTHPORT, NC
-- - ~-

ELEVATION: 25 TDZE: FACILITY
AIRPORT IDENTIFIER:

BRUNSWICK COUNTY SUT

PROCEDURE NO. / AMDT  NO. / EFFECTIVE DATE: sup

AMDT
30 DEC 94

NDB or GPS-A, AMDT 38 DATE

- -  m
NDB-A

3A

30 MAR 92

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

GPS RNAV STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH,  and RA.  Attitudes are minimum attitudes unless othewise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97.  33 otherwise indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP: VENLY WP

AGGIT INT WOFTA  WP 145.62l2.67 1800
CLIMB TO 500 THEN CLIMBING LEW TURN TO 1800  DIRECT
WOFTA WP AND HOLD.

.

3

ADDITIONAL FLIGHT DATA:

FAS OBST: 109 TOWER 2905041952744
178 TOWER 2905351952848

1. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF VW
2. HOLD S WOFTA WP, LT ,353.93 INBOUND, 1800FT IN LIEU OF PT (IAF)
3. FAC 353.93 FAF WOFTA  WP DISTe  FAF TO MAP . - THLD  5.00

a. MIN. ALT  WOFTA WP 1500
3. MSA FROM: VENLY WP 3100 MAG VAR:  6E EPOCH YEAR: 90

MINIMUMS
TAKEOFF: 1 X 1 STANDARD 1 1 SEE FAA FORM 8260-15  FOR THIS AIRPORT ALTERNATE: N A 1 X 1
CATEGORY - - - - ----me > A B C D E

MDA VIS HATIHAA MDA VIS HATI  HAA M D A VIS HAT/  HAA M D A VIS HAT/ HAA MDA VIS HAT/ HAA
s-35 360 1 336 360 1 336 360 1 336 360 1 336

ClRCLlNG 480 1 455 480 1 455 480 1 l/2 455 580 2 555

HOUSTON (WILLIAM P. HOBBY) ALTIMETER SEI-llNG  MINIMUMS
s-35 440 1 416 440 1 416 440 1 l/4 416 440 1 l/4 416

3 RCLING 560 1 535 560 1 535 560 1 l/2 535 580 2 555

NOTES: OBTAIN LOCAL ALTIMETER SETTING ON CTAF, WHEN NOT RECIEVED, USE HOUSTON (WILLIAM P.
HOBBY) ALTIMETER SETTING.
CIRCLING NA EAST OF RWY 17-35.

CITY AND STATE ELEVATION: 25 TDZE: 24 FACILITY PROCEDURE NO. / AMDT  NO. / EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 2OJUN% AMDT NONE

ANGLETONILAKE  JACKSON, TX BRAZORIA COUNTY GPS GPS RWY 35, ORIG: DATE

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

GPSRNAV STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH,  and RA.  Attitudes are minimum attitudes unless othewise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97. 33 otherwise indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP: VENLY WP

AGGIT INT WOFTA  WP 145.62l2.67 1800
CLIMB TO 500 THEN CLIMBING LEW TURN TO 1800 DIRECT
WOFTA WP AND HOLD.

.

3

ADDITIONAL FLIGHT DATA:

FAS OBST: 109 TOWER 290504l952744
178 TOWER 2905351952848

1. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF VW
2. HOLD S WOFTA WP, LT ,353.93 INBOUND, 1800FT IN LIEU OF PT (IAF)
3. FAC 353.93 FAF WOFTA  WP DISTe  FAF TO MAP . - THLD  5.00
a. MIN. ALT  WOFTA WP 1500
3. MSA FROM: VENLY WP 3100 MAG VAR:  6E EPOCH YEAR:90

MINIMUMS

TAKEOFF: 1 X 1 STANDARD 1 1 SEE FAA FORM 8260-15  FOR THIS AIRPORT ALTERNATE: N A 1 X 1
CATEGORY - - - - ----me > A B C D E

MDA VIS HATIHAA MDA VIS HATI  HAA M D A VIS HAT/  HAA M D A VIS HAT/ HAA MDA VIS HAT/ HAA
s-35 360 1 336 360 1 336 360 1 336 360 1 336

ClRCLlNG 480 1 455 480 1 455 480 1 l/2 455 580 2 555

HOUSTON (WILLIAM P. HOBBY) ALTIMETER SEI-llNG  MINIMUMS
s-35 440 1 416 440 1 416 440 1 l/4 416 440 1 I/4 416

3 RCLING 560 1 535 560 1 535 560 1 l/2 535 580 2 555

NOTES: OBTAIN LOCAL ALTIMETER SETTING ON CTAF, WHEN NOT RECIEVED, USE HOUSTON (WILLIAM P.
HOBBY) ALTIMETER SETTING.
CIRCLING NA EAST OF RWY 17-35.

CITY AND STATE ELEVATION: 25 TDZE: 24 FACILITY PROCEDURE NO. / AMDT  NO. / EFFECTIVE DATE: sup
AIRPORT IDENTIFIER: 2OJUN% AMDT NONE

ANGLETONILAKE  JACKSON, TX BRAZORIA COUNTY GPS GPS RWY 35, ORIG: DATE

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

GPS RNAV STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH,  and RA.  Attitudes are minimum altitudes unless othewise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97.  33 otherwise indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP: VENLY WP

AGGIT INT WOFTA  WP 145.62l2.67 1800
CLIMB TO 500 THEN CLIMBING LEW TURN TO 1800  DIRECT
WOFTA WP AND HOLD.

.

3

ADDITIONAL FLIGHT DATA:

FAS OBST: 109 TOWER 290504l952744
178 TOWER 2905351952848

1. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF VW
2. HOLD S WOFTA WP, LT ,353.93 INBOUND, 1800FT IN LIEU OF PT (IAF)
3. FAC 353.93 FAF WOFTA  WP DISTe  FAF TO MAP . - THLD  5.00

a. MIN. ALT  WOFTA WP 1500
3. MSA FROM: VENLY WP 3100 MAG VAR:  6E EPOCH YEAR: 90

MINIMUMS
TAKEOFF: 1 X 1 STANDARD 1 1 SEE FAA FORM 8260-15  FOR THIS AIRPORT ALTERNATE: N A 1 X 1
CATEGORY - - - - ----me > A B C D E

MDA VIS HATIHAA MDA VIS HATI  HAA M D A VIS HAT/  HAA M D A VIS HAT/ HAA MDA VIS HAT/ HAA
s-35 360 1 336 360 1 336 360 1 336 360 1 336

ClRCLlNG 480 1 455 480 1 455 480 1 l/2 455 580 2 555

HOUSTON (WILLIAM P. HOBBY) ALTIMETER SEI-llNG  MINIMUMS
s-35 440 1 416 440 1 416 440 1 l/4 416 440 1 I/4 416
3 RCLING 560 1 535 560 1 535 560 1 l/2 535 580 2 555

NOTES: OBTAIN LOCAL ALTIMETER SETTING ON CTAF, WHEN NOT RECIEVED, USE HOUSTON (WILLIAM P.
HOBBY) ALTIMETER SETTING.
CIRCLING NA EAST OF RWY 17-35.

CITY AND STATE ELEVATION: 25 TDZE: 24 FACILITY PROCEDURE NO. / AMDT  NO. / EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 2OJUN% AMDT NONE

ANGLETONILAKE  JACKSON, TX BRAZORIA COUNTY GPS GPS RWY 35, ORIG: DATE

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

GPS RNAV STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH,  and RA.  Attitudes are minimum altitudes unless othewise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97.  33 otherwise indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP: VENLY WP

AGGIT INT WOFTA  WP 145.62/2.67 1800
CLIMB TO 500 THEN CLIMBING LEW TURN TO 1800  DIRECT
WOFTA WP AND HOLD.

.

3

ADDITIONAL FLIGHT DATA:

FAS OBST: 109 TOWER 290504l952744
178 TOWER 2905351952848

1. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF VW
2. HOLD S WOFTA WP, LT ,353.93 INBOUND, 1800FT IN LIEU OF PT (IAF)
3. FAC 353.93 FAF WOFTA  WP DISTe  FAF TO MAP . - THLD  5.00

a. MIN. ALT  WOFTA WP 1500
3. MSA FROM: VENLY WP 3100 MAG VAR:  6E EPOCH YEAR: 90

MINIMUMS
TAKEOFF: 1 X 1 STANDARD 1 1 SEE FAA FORM 8260-15  FOR THIS AIRPORT ALTERNATE: N A 1 X 1
CATEGORY - - - - ----me > A B C D E

MDA VIS HATIHAA MDA VIS HAT/  HAA M D A VIS HAT/ HAA MDA VIS HAT/ HAA MDA VIS HAT/ HAA
s-35 360 1 336 360 1 336 360 1 336 360 1 336

ClRCLlNG 480 1 455 480 1 455 480 1 l/2 455 580 2 555

HOUSTON (WILLIAM P. HOBBY) ALTIMETER SEI-llNG  MINIMUMS
s-35 440 1 416 440 1 416 440 1 l/4 416 440 1 l/4 416
3 RCLING 560 1 535 560 1 535 560 1 l/2 535 580 2 555

NOTES: OBTAIN LOCAL ALTIMETER SETTING ON CTAF, WHEN NOT RECIEVED, USE HOUSTON (WILLIAM P.
HOBBY) ALTIMETER SETTING.
CIRCLING NA EAST OF RWY 17-35.

CITY AND STATE ELEVATION: 25 TDZE: 24 FACILITY PROCEDURE NO. / AMDT  NO. / EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 2OJUN% AMDT NONE

ANGLETON/LAKE  JACKSON, TX BRAZORIA COUNTY GPS GPS RWY 35, ORIG: DATE

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

GPS RNAV STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH,  and RA.  Attitudes are minimum altitudes unless othewise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97.  33 otherwise indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP: VENLY WP

AGGIT INT WOFTA  WP 145.62l2.67 1800
CLIMB TO 500 THEN CLIMBING LEW TURN TO 1800  DIRECT
WOFTA WP AND HOLD.

.

3

ADDITIONAL FLIGHT DATA:

FAS OBST: 109 TOWER 290504l952744
178 TOWER 2905351952848

1. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF VW
2. HOLD S WOFTA WP, LT ,353.93 INBOUND, 1800FT IN LIEU OF PT (IAF)
3. FAC 353.93 FAF WOFTA  WP DISTe  FAF TO MAP . - THLD  5.00

a. MIN. ALT  WOFTA WP 1500
3. MSA FROM: VENLY WP 3100 MAG VAR:  6E EPOCH YEAR: 90

MINIMUMS
TAKEOFF: 1 X 1 STANDARD 1 1 SEE FAA FORM 8260-15  FOR THIS AIRPORT ALTERNATE: N A 1 X 1
CATEGORY - - - - ----me > A B C D E

MDA VIS HATIHAA MDA VIS HAT/  HAA M D A VIS HAT/ HAA MDA VIS HAT/  HAA M D A VIS HAT/ HAA
s-35 360 1 336 360 1 336 360 1 336 360 1 336

ClRCLlNG 480 1 455 480 1 455 480 1 l/2 455 580 2 555

HOUSTON (WILLIAM P. HOBBY) ALTIMETER SEI-llNG  MINIMUMS
s-35 440 1 416 440 1 416 440 1 l/4 416 440 1 II4 416
3 RCLING 560 1 535 560 1 535 560 1 l/2 535 580 2 555

NOTES: OBTAIN LOCAL ALTIMETER SETTING ON CTAF, WHEN NOT RECIEVED, USE HOUSTON (WILLIAM P.
HOBBY) ALTIMETER SETTING.
CIRCLING NA EAST OF RWY 17-35.

CITY AND STATE ELEVATION: 25 TDZE: 24 FACILITY PROCEDURE NO. I AMDT  NO. / EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 2OJUN% AMDT NONE

ANGLETONILAKE  JACKSON, TX BRAZORIA COUNTY GPS GPS RWY 35, ORIG: DATE

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

GPS RNAV STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH,  and RA.  Altitudes are minimum altitudes unless otherwise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97.  33 otherwise indicated, except visibilities  which are in statute miles or in feet RVR.
-t.e

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP: HERSY WP

MHF VOR/DME ISUZU WP 210.72l9.48 3000
CLIMBING RIGHT TURN TO 2000 DIRECT MHF VORIDME

ISUZU WP (IAF) WERNY WP 227.1w5.00 3000

WERNY WP INCEL WP 317.14l5.00 1500

ADDITIONAL FLIGHT DATA:

FAS OBST: 167 TOWER 2929261950243

9
1. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF. VW
2. PROFILE STARTS AT WERNY WP

3. FAC 317.11 FAF INCEL WP DIST  FAF TO MAP - THLD 5.00

1. MIN. ALT  WERNY WP 3000, INCEL WP 1500, 2.00 ATD FROM HERSY WP 540
3. MSA FROM: HERSY WP 3100 MAG VAR: 6E EPOCH YEAR: 80

M I N I M U M S

TAKEOFF: 1 X 1 STANDARD 1 1 SEE FAA FORM 8260-15 FOR THIS AIRPORT ALTERNATE: N A 1 X 1
CATEGORY - - - - ---m-e > A B C D E

MDA VIS HATIHAA MDA VIS HAT/ HAA MDA VIS HAT/ HAA M D A VIS HAT/ HAA MDA VIS HAT/ HAA

s-31 460 1 438 460 1 438 460 1 l/4 438 460 1 l/2 438

CIRCLING 520 1 498 520 1 498 520 1 l/2 498 680 2 658

c

NOTES: USE HOUSTON (WILLIAM P. HOBBY) ALTIMETER SETTING.

RADAR REQUIRED.

CITY AND STATE ELEVATION: 22 TDZE: 22 FACILITY PROCEDURE NO. I AMDT  NO. / EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 20JUN 96 AMDT NONE

HOUSTON, TX HOUSTON GULF GPS GPS RWY 31, ORIG DATE

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES
-6%



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

GPS RNAV STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH,  and RA.  Altitudes are minimum altitudes unless otherwise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97.  33 otherwise indicated, except visibilities  which are in statute miles or in feet RVR.
-t.e

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP: HERSY WP

MHF VOR/DME ISUZU WP 210.72l9.48 3000
CLIMBING RIGHT TURN TO 2000 DIRECT MHF VORIDME

ISUZU WP (IAF) WERNY WP 227.1w5.00 3000

WERNY WP INCEL WP 317.14l5.00 1500

ADDITIONAL FLIGHT DATA:

FAS OBST: 167 TOWER 2929261950243

9
1. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF. VW
2. PROFILE STARTS AT WERNY WP

3. FAC 317.11 FAF INCEL WP DIST  FAF TO MAP - THLD 5.00

1. MIN. ALT  WERNY WP 3000, INCEL WP 1500, 2.00 ATD FROM HERSY WP 540
3. MSA FROM: HERSY WP 3100 MAG VAR: 6E EPOCH YEAR: 80

M I N I M U M S

TAKEOFF: 1 X 1 STANDARD 1 1 SEE FAA FORM 8260-15 FOR THIS AIRPORT ALTERNATE: N A 1 X 1
CATEGORY - - - - ---m-e > A B C D E

MDA VIS HATIHAA MDA VIS HAT/ HAA MDA VIS HAT/ HAA M D A VIS HAT/ HAA MDA VIS HAT/ HAA

s-31 460 1 438 460 1 438 460 1 l/4 438 460 1 l/2 438

CIRCLING 520 1 498 520 1 498 520 1 l/2 498 680 2 658

c

NOTES: USE HOUSTON (WILLIAM P. HOBBY) ALTIMETER SETTING.

RADAR REQUIRED.

CITY AND STATE ELEVATION: 22 TDZE: 22 FACILITY PROCEDURE NO. I AMDT  NO. / EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 20JUN 96 AMDT NONE

HOUSTON, TX HOUSTON GULF GPS GPS RWY 31, ORIG DATE

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES
-6%



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

GPS RNAV STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH,  and RA.  Altitudes are minimum altitudes unless otherwise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97.  33 otherwise indicated, except visibilities  which are in statute miles or in feet RVR.
-t.e

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP: HERSY WP

MHF VOR/DME ISUZU WP 210.72l9.48 3000
CLIMBING RIGHT TURN TO 2000 DIRECT MHF VORIDME

ISUZU WP (IAF) WERNY WP 227.1w5.00 3000

WERNY WP INCEL WP 317.14l5.00 1500

ADDITIONAL FLIGHT DATA:

FAS OBST: 167 TOWER 2929261950243

9
1. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF. VW
2. PROFILE STARTS AT WERNY WP

3. FAC 317.11 FAF INCEL WP DIST  FAF TO MAP - THLD 5.00

1. MIN. ALT  WERNY WP 3000, INCEL WP 1500, 2.00 ATD FROM HERSY WP 540
3. MSA FROM: HERSY WP 3100 MAG VAR: 6E EPOCH YEAR: 80

M I N I M U M S

TAKEOFF: 1 X 1 STANDARD 1 1 SEE FAA FORM 8260-15 FOR THIS AIRPORT ALTERNATE: N A 1 X 1
CATEGORY - - - - ---m-e > A B C D E

MDA VIS HATIHAA MDA VIS HAT/ HAA MDA VIS HAT/ HAA M D A VIS HAT/ HAA MDA VIS HAT/ HAA

s-31 460 1 438 460 1 438 460 1 l/4 438 460 1 l/2 438

CIRCLING 520 1 498 520 1 498 520 1 l/2 498 680 2 658

c

NOTES: USE HOUSTON (WILLIAM P. HOBBY) ALTIMETER SETTING.

RADAR REQUIRED.

CITY AND STATE ELEVATION: 22 TDZE: 22 FACILITY PROCEDURE NO. I AMDT  NO. / EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 20JUN 96 AMDT NONE

HOUSTON, TX HOUSTON GULF GPS GPS RWY 31, ORIG DATE

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES
-6%



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

GPS RNAV STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH,  and RA.  Altitudes are minimum altitudes unless otherwise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97.  33 otherwise indicated, except visibilities  which are in statute miles or in feet RVR.
-t.e

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP: HERSY WP

MHF VOR/DME ISUZU WP 210.72l9.48 3000
CLIMBING RIGHT TURN TO 2000 DIRECT MHF VORIDME

ISUZU WP (IAF) WERNY WP 227.1w5.00 3000

WERNY WP INCEL WP 317.14l5.00 1500

ADDITIONAL FLIGHT DATA:

FAS OBST: 167 TOWER 2929261950243

9
1. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF. VW
2. PROFILE STARTS AT WERNY WP

3. FAC 317.11 FAF INCEL WP DIST  FAF TO MAP - THLD 5.00

1. MIN. ALT  WERNY WP 3000, INCEL WP 1500, 2.00 ATD FROM HERSY WP 540
3. MSA  FROM: HERSY WP 3100 MAG VAR:  6E EPOCH YEAR: 80

M I N I M U M S

TAKEOFF: 1 X 1 STANDARD 1 1 SEE FAA FORM 8260-15  FOR THIS AIRPORT ALTERNATE: N A 1 X 1
CATEGORY - - - - ---m-e > A B C D E

MDA VIS HATIHAA MDA VIS HAT/ HAA MDA VIS HAT/  HAA M D A VIS HAT/ HAA MDA VIS HAT/ HAA
s-31 460 1 438 460 1 438 460 1 l/4 438 460 1 l/2 438

CIRCLING 520 1 498 520 1 498 520 1 l/2 498 680 2 658

c

NOTES: USE HOUSTON (WILLIAM P. HOBBY) ALTIMETER SETTING.

RADAR REQUIRED.

CITY AND STATE ELEVATION: 22 TDZE: 22 FACILITY PROCEDURE NO. I AMDT  NO. / EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 20JUN 96 AMDT NONE

HOUSTON, TX HOUSTON GULF GPS GPS RWY 31, ORIG DATE

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES
-6%



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet,

GPS RNAV STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH,  and RA.  Altitudes are minimum altitudes unless otherwise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97.  33 otherwise indicated, except visibilities  which are in statute miles or in feet RVR.
-t.e

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP: HERSY WP

MHF VOR/DME ISUZU WP 210.72l9.48 3000
CLIMBING RIGHT TURN TO 2000 DIRECT MHF VORIDME

ISUZU WP (IAF) WERNY WP 227.1w5.00 3000

WERNY WP INCEL WP 317.14l5.00 1500

ADDITIONAL FLIGHT DATA:

FAS OBST: 167 TOWER 2929261950243

9
1. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF. VW
2. PROFILE STARTS AT WERNY WP

3. FAC 317.11 FAF INCEL WP DIST  FAF TO MAP - THLD 5.00

1. MIN. ALT  WERNY WP 3000, INCEL WP 1500, 2.00 ATD FROM HERSY WP 540
3. MSA  FROM: HERSY WP 3100 MAG VAR:  6E EPOCH YEAR: 80

M I N I M U M S

TAKEOFF: 1 X 1 STANDARD 1 1 SEE FAA FORM 8260-15  FOR THIS AIRPORT ALTERNATE: N A 1 X 1
CATEGORY - - - - ---m-e > A B C D E

MDA VIS HATIHAA MDA VIS HAT/ HAA MDA VIS HAT/  HAA M D A VIS HAT/ HAA MDA VIS HAT/ HAA
s-31 460 1 438 460 1 438 460 1 l/4 438 460 1 l/2 438

CIRCLING 520 1 498 520 1 498 520 1 l/2 498 680 2 658

c

NOTES: USE HOUSTON (WILLIAM P. HOBBY) ALTIMETER SETTING.

RADAR REQUIRED.

CITY AND STATE ELEVATION: 22 TDZE: 22 FACILITY PROCEDURE NO. I AMDT  NO. / EFFECTIVE DATE: Sup
AIRPORT IDENTIFIER: 20JUN 96 AMDT NONE

HOUSTON, TX HOUSTON GULF GPS GPS RWY 31, ORIG DATE

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES
-6%



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses,  and radials are magnetic. Elevations and altitudes are in feet,

GPS RNAV STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH, tid RA. Attitudes are minimum altitudes unless otherwise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97.  33 othenrvise  indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP: PANMO WP

FZT VORIDME NINYE WP 197.5ll24.65 2500
CLIMB TO 2300  VIA 356 COURSE TO JOWJO  WP AND HOLD.

ADDITIONAL FLIGHT DATA:

HOLD N, RT, 175.53 INBOUND.

FAS OBST: 555 TOWER 314648 I0954256
578 TREE 314118/0954002

I. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF ww
2. HOLD S NINYE WP, RT, 355.53 INBOUND, 2300 FT. IN LIEU OF PT (IAF)
3. FAC 355.53 FAF NINYE WP DIST  FAF TO MAP - THLD 5.00
1. MIN. ALT  NINYE WP 2300
3. MSA  FROM: PANMO WP 3100 MAG VAR:  SE EPOCH YEAR: 95

MINIMUMS
TAKEOFF: 1 1 STANDARD 1 X 1 SEE FAA FORM 8260-15  FOR THIS AIRPORT ALTERNATE: N A 1 X 1
CATEGORY -e--w- - - - -> A B C D E

MDA VIS HATIHAA MDA VIS HAT/  HAA MDA VIS HAT/ HAA MDA VIS HAT/  HAA M D A VIS HATIHAA
s-35 820 1 406 820 1 406 820 1 l/4 406 820 1 II4 406
CIRCLING 860 1 438 1000 1 578 1100 2 678 1120 2 II4 698

NACCOGDOCHES  (A.L. MANGHAM,  JR. REGIONAL) ALTIMETER SETTlNG MINIMUMS
s-35 940 1 526 940 1 526 940 1 II2 526 940 1 314 526

SIRCLING 1000 1 578 1140 1 718 1220 2 II4 798 1240 2 314 818

NOTES:
OBTAIN LOCAL ALTIMETER SETTING ON CTAF; WHEN NOT RECEIVED USE NACOGDOCHES  (A.L. MANGHAM, JR.)
ALTIMETER SETTING.

/

CITY AND STATE ELEVATION: 422 TDZE: 414  FACILITY PROCEDURE NO. / AMDT  NO. / EFFECTIVE DATE: sup
AIRPORT IDENTIFIER:

20JUN 96 AMDT NONE
PALESTINE, TX PALESTINE MUNI GPS GPS RWY 35, ORIG’ DATE

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses,  and radials are magnetic. Elevations and altitudes are in feet,

GPS RNAV STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH, tid RA. Attitudes are minimum altitudes unless otherwise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97.  33 othenrvise  indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP: PANMO WP

FZT VORIDME NINYE WP 197.51l24.65 2500
CLIMB TO 2300  VIA 356 COURSE TO JOWJO  WP AND HOLD.

ADDITIONAL FLIGHT DATA:

HOLD N, RT, 175.53 INBOUND.

FAS OBST: 555 TOWER 314648 I0954256
578 TREE 314118/0954002

I. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF ww
2. HOLD S NINYE WP, RT, 355.53 INBOUND, 2300 FT. IN LIEU OF PT (IAF)
3. FAC 355.53 FAF NINYE WP DIST  FAF TO MAP - THLD 5.00
1. MIN. ALT  NINYE WP 2300
3. MSA  FROM: PANMO WP 3100 MAG VAR:  SE EPOCH YEAR: 95

MINIMUMS
TAKEOFF: 1 1 STANDARD 1 X 1 SEE FAA FORM 8260-15  FOR THIS AIRPORT ALTERNATE: N A 1 X 1
CATEGORY -e--w- - - - -> A B C D E

MDA VIS HATIHAA MDA VIS HAT/  HAA MDA VIS HAT/ HAA MDA VIS HAT/  HAA M D A VIS HATIHAA
s-35 820 1 406 820 1 406 820 1 l/4 406 820 1 II4 406
CIRCLING 860 1 438 1000 1 578 1100 2 678 1120 2 II4 698

NACCOGDOCHES  (A.L. MANGHAM,  JR. REGIONAL) ALTIMETER SETTlNG MINIMUMS
s-35 940 1 526 940 1 526 940 1 II2 526 940 1 314 526

SIRCLING 1000 1 578 1140 1 718 1220 2 II4 798 1240 2 314 818

NOTES:
OBTAIN LOCAL ALTIMETER SETTING ON CTAF; WHEN NOT RECEIVED USE NACOGDOCHES  (A.L. MANGHAM, JR.)
ALTIMETER SETTING.

/

CITY AND STATE ELEVATION: 422 TDZE: 414  FACILITY PROCEDURE NO. / AMDT  NO. / EFFECTIVE DATE: sup
AIRPORT IDENTIFIER:

20JUN 96 AMDT NONE
PALESTINE, TX PALESTINE MUNI GPS GPS RWY 35, ORIG’ DATE

FAA FORM 8260 - 5 / February 1995 (computer generated) PAGE OF PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses,  and radials are magnetic. Elevations and altitudes are in feet,

GPS RNAV STANDARD INSTRUMENT APPROACH PROCEDURE MSL,  except HAT, HAA, TCH, tid RA. Attitudes are minimum altitudes unless otherwise
indicated. Ceilings are in feet above airport elevation. Distances are in nautical miles unless

FLIGHT STANDARDS SERVICE - FAR PART 97.  33 othenrvise  indicated, except visibilities  which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP: PANMO WP

FZT VORIDME NINYE WP 197.51l24.65 2500
CLIMB TO 2300  VIA 356 COURSE TO JOWJO  WP AND HOLD.

ADDITIONAL FLIGHT DATA:

HOLD N, RT, 175.53 INBOUND.

FAS OBST: 555 TOWER 314648 I0954256
578 TREE 314118/0954002

I. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF ww
2. HOLD S NINYE WP, RT, 355.53 INBOUND, 2300 FT. IN LIEU OF PT (IAF)
3. FAC 355.53 FAF NINYE WP DIST  FAF TO MAP - THLD 5.00
1. MIN. ALT  NINYE WP 2300
3. MSA  FROM: PANMO WP 3100 MAG VAR:  SE EPOCH YEAR: 95

MINIMUMS
TAKEOFF: 1 1 STANDARD 1 X 1 SEE FAA FORM 8260-15  FOR THIS AIRPORT ALTERNATE: N A 1 X 1
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NOTES:
OBTAIN LOCAL ALTIMETER SETTING ON CTAF; WHEN NOT RECEIVED USE NACOGDOCHES  (A.L. MANGHAM, JR.)
ALTIMETER SETTING.
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the National Flight Data Center (FDC)/Permanent  (P) Notices

to Airmen INOTAM) -which are incorporated by reference in the

amendment under 5 U.S.C. 552(a), 1 CFR part 51, and § 97 201 .

of the Federal Aviations Regulations (FAR). Materials

incorporated by reference are available for examination or

purchase as stated above.

The large number of SIAPs, their complex nature, and

the need for a special format make their verbatim

publication in the Federal Register expensive and

impractical. Further, airmen do not use the regulatory text

of the SIAPs, but refer to their graphic depiction of charts

printed by publishers of aeronautical materials. Thus, the

advantages of incorporation by reference are realized and

publication of the complete description of each SIAP

contained in FAA form documents is unnecessary. The

provisions of this amendment state the affected CFR (and

FAR) sections, with the types and effective dates of the

SIAPs. This amendment also identifies the airport, its

location, the procedure identification and the amendment

number.

THE RULE

This amendment to part 97 of the Federal Aviation

Regulations (14 CFR part 97) establishes, amends, suspends,

or revokes SIAPs. For safety and timeliness of change

considerations, this amendment incorporates only specific

changes contained in the content of the following FDC/P
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TULLAHOMA
TULLAHOMA  REGIONALMIM  NORTHERN FIELD
Tennessee
VOR/DME  OR GPS-B,  AMDT  3A...
FDC  Date: 04/04/96

FDC 6/2043/THA/ FI/P TULLAHOMA REGIONAVWM NORTHERN FIELD, TULLAHOMA,  TN. VOR/DME  OR GPS-
B, AMDT  3A...DELETE  REFERENCE TO AYX VOR.  CHANGE ESTIL  INT TO ESTlU19.6  DME FIX. MISSED AP-
PROACH... CLIMB TO 3400  VIA SYI R-140 TO ESTlU19.6  DME AND HOLD. CIRCLING HAA CATS A, B, C 478,
CAT D 558. THIS IS VOR/DME  OR GPS-B,  AMDT  38.

TULLAHOMA
TULLAHOMA REGIONALMIM  NORTHERN FIELD
Tennessee
SDF RWY 18, AMDT 3...
FDC  Date: 04/04/96

FDC 6/2045/THA/ FI/P TULLAHOMA REGIONAUWM  NORTHERN FIELD, TULLAHOMA, TN. SDF RWY  18,
AMDT  3...MISSED APPROACH... CLIMBING LEFT TURN TO 2800  DIRECT ULH  NDB AND HOLD N, LT,  181 IN-
BOUND. ADF  REQUIRED. TDZE  RWY 18...1082.  S-18  HAT ALL CATS...418.  CIRCLING HAA CATS A, B, C 478;
CAT D 558. DELETE REFERENCE TO AYX VOR;  SYI R-140;  ESTIL  lNT/SYl  19.6  DME FIX. THIS IS SDF RWY  18,
AMDT  3A.

PAULS VALLEY
PAULS  VALLEY MUNI
Oklahoma
GPS RWY 35 ORIG...
FDC Date: 04/03/96

FDC 6/2009/F61/ FI/P PAULS  VALLEY MUNI,  PAULS  VALLEY, OK. GPS RWY  35 ORIG...MSA FROM PERLE
WAYPOINT 2900.  THIS IS GPS RWY  35 ORIG-A.

TEXARKANA  REGIONAL-WEBB FIELD
Arkansas
VOR OR GPS RWY 13, AMDT 14...
FDC  Date: 04/05/96

FDC  6/2075/TXW  FI/P TEXARKANA REGIONAL-WEBB FIELD, TEXARKANA,  AR. VOR  OR GPS RWY  13, AMDT
14...ADD  NOTE... WHEN LOCAL ALTM  NOT RECEIVED, USE EL DORADO  ALSTG  AND INCREASE ALL MDAs  160
FT AND ALL VIS l/2 MILE. THIS IS VOR OR GPS RWY 13, AMDT 14A.
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TEXARKANA  REGIONAL-WEBB FIELD
Arkansas
VOR OR GPS RWY 13, AMDT 14...
FDC  Date: 04/05/96

FDC  6/2075/TXW  FI/P TEXARKANA REGIONAL-WEBB FIELD, TEXARKANA,  AR. VOR  OR GPS RWY  13, AMDT
14...ADD  NOTE... WHEN LOCAL ALTM  NOT RECEIVED, USE EL DORADO  ALSTG  AND INCREASE ALL MDAs  160
FT AND ALL VIS l/2 MILE. THIS IS VOR OR GPS RWY 13, AMDT 14A.


